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5.1 Introduction
This chapter defines the circulation concepts that provide 
for safe and convenient movement of  residents and 
visitors throughout the Lincoln East Specific Plan (Specific 
Plan) area.  A Traffic Impact Analysis was prepared to 
analyze the potential traffic impacts associated with the 
implementation of  the Specific Plan and is included in 
the Lincoln East Specific Plan EIR. The Specific Plan 
circulation component includes the proposed network of  
roadways, pedestrian/bicycle circulation, traffic calming 
devices, and streetscape design. Figure 5-1 shows the 
Circulation Diagram for the Plan Area.  

The Lincoln East Specific Plan is designed to provide an 
open and interconnected circulation system for vehicles, 
bicyclists, and pedestrians that promotes connectivity and 
access to major focal points and public facilities. Many 
factors contribute to a street’s value: its vitality, identity, 
attractiveness, accessibility, and importance as a gathering 
place. These same qualities are important to all streets in 
the Plan Area and will be incorporated into the design 
of  the Specific Plan to ensure the creation of  both a 
functional and attractive street system.  

The Specific Plan may contain a mixture of  an open-grid 
based and radial system of  streets that connect the Plan 
Area to the surrounding neighborhoods. This circulation 
system consists of  a parkway, major and minor arterials, 
major and minor collectors, local streets, alleyways, multi-
use trails, Class II bicycle facilities, sidewalks, public transit, 
and traffic calming devices. 

Franklin Road, Harding Road, Sanborn Road, Lincoln 
Road, Bogue Road, and George Washington Boulevard are 
existing major thoroughfares within the Plan Area and are 
not currently improved to City standards. Butte Avenue, 
Del Amo Drive, Forrest Lane, Holly Avenue, and Ohleyer 
Road are existing residential street segments to which 
some street segments may be extended and improved to 
the Specific Plan’s residential street standards. Yuba City 
may require street improvements that extend beyond the 
streets constructed as part of  this Specific Plan if  the 
improvements provide added connectivity between the 
Plan Area and surrounding neighborhoods.

5.1.1 Circulation Goal and Objectives
The following goal and objectives establish the 
implementation framework for the Specific Plan’s 
Circulation chapter:

Circulation Goal:
To create a safe and efficient circulation system 
that promotes a variety of transportation modes 

including: automobile, bicycle, and pedestrian, with 
an emphasis on establishing an attractive, walkable 

community.

Circulation Objective-1
Create a safe and efficient transportation network to meet 
the increased traffic demands through the buildout of  
the Plan Area that is consistent with the General Plan’s 
Circulation Element. 

Circulation Objective-2
Establish internal circulation connections between 
residential and other land uses within the Plan Area.

Circulation Objective-3
Establish a network for alternative modes of  transportation, 
including walking and bicycling. 

Circulation Objective-4
Provide transit locations within the Plan Area, in 
accordance with the Yuba-Sutter Transit Agency Bus Stop 
Standards, Policies and Procedures.

Circulation Objective-5
Establish pedestrian scaled streets and trails.

Circulation Objective-6
Retain and enhance the character of  existing residential 
streets. 

Circulation Objective-7
Provide logical connections with existing and planned 
street improvements surrounding the Plan Area. 

5.0 circulation
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5.1.2 Circulation Policies
Circulation Policy-1
All streets and circulation routes shall be consistent 
with the Circulation Diagram in Figure 5-1 to the extent 
feasible.

Circulation Policy-2
The City of  Yuba City Standard Details shall take 
precedence for items not specifically covered in the 
Lincoln East Specific Plan.

Circulation Policy-3
All roadway segments including, intersection geometrics, 
shall be improved as shown in Figures 5-3 to 5-11 and 
as described in the Lincoln East Traffic Study, with the 
exception of  Lincoln Road (refer to Circulation Policy-4) 
and some existing street segments (refer to Circulation 
Policy-5).

Circulation Policy-4
The Lincoln Road street section may be modified from 
centerline to centerline between the Harter Parkway and 
Sanborn Road. This modified street section may include 
reduction or elimination of  bicycle lanes, median, sidewalks, 
etc. to enhance the rural characteristic of  existing estate 
residential units abutting Lincoln Road. This modified 
street section shall be approved by the Community 
Development and Public Works Departments.

Circulation Policy-5
Right-of-way shall be reserved consistent with Figures 5-3 
to 5-10 so as development moves forward, the necessary 
roadway improvements shall be constructed concurrently. 

Circulation Policy-6
Residential alleyways may be either public (dedicated 
to the City) or private roadways.  Private alleys shall be 
appropriately signed as private, and shall be maintained 
by a landscape and lighting maintenance district or other 
comparable district.

Circulation Policy-7
Provide circulation that promotes pedestrian and 
alternative modes of  transportation.

Circulation Policy-8
Provide pedestrian circulation access from residential 
neighborhoods to neighborhood amenities such as parks 
and schools within the Plan Area. 

An example of a daylighted cul-de-sac

The use of bulb-outs and residential units oriented to 
the street create pedestrian scale

Circulation Policy-9
Provide vehicular, pedestrian and bicycle connections, 
where feasible, to adjacent circulation systems in order to 
promote connectivity within Yuba City.

Circulation Policy-10
Cul-de-sacs within the Plan Area shall be day-lighted, 
where possible, to provide pedestrian and bicycle access. 
Daylight openings in sound attenuation walls shall not 
occur less than 400 feet apart.

Circulation Policy-11
Traffic calming measures such as, chokers, diagonal road 
closures, and bulb-outs shall be utilized throughout the 
Plan Area where traffic conditions warrant their use.

Circulation Policy-12
Chokers, bulb-outs and accent paving shall be provided 
at all Pedestrian/Bicycle Trail crossings to narrow the 
crossing distance for pedestrians and bicyclists and to 
inform drivers of  the crossing.
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Figure 5-2 Street Section Reference Diagram
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Circulation Policy-13
Dedicated bicycle lanes shall be provided within parkways, 
arterials and collectors.

Circulation Policy-14
Class II bicycle lanes shall be designated on all parkways, 
arterials, and collectors as depicted in street section Figures 
5-3 through 5-9, unless otherwise designated as Class I 
Bicycle Path or multi-use trail.

Circulation Policy-15
Sidewalks shall be provided on both sides of  all streets 
within the Plan Area with the exception of  the south side 
of  Bogue Road (Figure 5-5) which is located outside of  
the city limits, and the alternative Lincoln Road section 
(Figure 5-6). Sidewalks may be eliminated where they abut 
multi-use trails. 

Circulation Policy-16
Planting strips shall be provided along all parkway, arterial, 
collector and local streets. 

Circulation Policy-17
Street trees shall be provided along all parkway, arterial, 
collector and local streets at a ratio of  one street tree an 
average of  30 feet on center of  the planting strip (refer to 
Appendix A.4.1 p). 

Circulation Policy-18
Landscape shall include the use of  drought tolerant plant 
material to the extent feasible.

Circulation Policy-19
Common area landscaping (within planting strips, 
landscape easements, etc), lighting, special paving surfaces 
for sidewalks and walkways and entry features shall 
be maintained by a landscape and lighting district or 
comparable maintenance district.

Circulation Policy-20
The area between the back of  curb and any noise 
attenuation wall should be used as a joint landscape 
easement and public utilities easement for all parkways, 
arterials, and collectors.

Street trees shall be provided along most roadways

Circulation Policy-21
A combined public utility easement / landscape easement 
shall be located behind the back of  curb along Harter 
Parkway and major arterials, as depicted in street section 
Figures 5-3 through 5-5.  The public utility easement 
may be reduced along roadway segments where existing 
residences are located.

Circulation Policy-22
Park and Ride lots or designated Park and Ride areas shall 
be incorporated within all commercial areas.  Park and 
Ride facilities shall be combined with public transit bus 
stops, where feasible.

5.2 Parkways
Harter Parkway is the major north-south road that bisects 
the Plan Area. Harter Parkway is a limited access, tree-lined 
street that links residential, commercial, park, and public 
and quasi-public uses. Consistent with the General Plan, 
Harter Parkway will be constructed to extend south in a 
curvilinear fashion from Franklin Road to Bogue Road to 
facilitate additional north-south access through the City 
and provide access through the Plan Area. 

Harter Parkway has a total right-of-way (ROW) of  73-
feet that includes: a 15-foot landscaped median that will 
narrow down to a minimum of  two feet for left turn 
movements; two travel lanes, one 12-foot and one 11-
foot; and 6-foot Class II bike lanes on both sides. The 
ROW may widen at major intersections to accommodate 
dual left turn lanes and dedicated right turns as described 
in the Traffic Impact Analysis. The eastern side of  the 
parkway includes a 10-foot multi-use trail (paved joint 
sidewalk/bicycle trail) while the western side of  the road 
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includes a 6-foot sidewalk. Additionally, a minimum 8-
foot planting strip is located between the curb and the 
sidewalk or multi-use trail. A joint public utilities easement 
/ landscape easement is located at the back of  curb. The 
total typical street section is 129 feet. Refer to Figure 5-3, 
Harter Parkway.

5.3 Arterials
Arterials are multi-lane roadways constructed to move 
higher volumes of  traffic between local and collector 
roads to highways/freeways and serve as links to focal 
points and activity centers within the Plan Area. Major 
arterials are access controlled roadways emphasizing 
mobility between major portions of  the city and to regional 
highways and roads. Minor arterials provide mobility from 
residential neighborhoods, through the city and access to 
major centers and other major focal points. The proposed 
major and minor arterials in the Specific Plan are shown in 
Figures 5-4 through 5-7. 

5.3.1 Major Arterials
The General Plan designates four roads as major arterials: 
Franklin Road, an east-west arterial that extends from 
Township Road to Garden Highway; Lincoln Road, an 
east-west road extending from Township Road to Garden 
Highway; George Washington Boulevard, a north-south 
arterial extending north from Bogue Road to Pease Road; 
and Bogue Road an east-west road extending east from 
Township Road to Garden Highway.  These roadways have 
right-of-way reserved for four lanes consistent with Yuba 
City’s General Plan circulation diagram. Franklin Road, 
which is not considered a major arterial east of  Plumas 
Road, and George Washington Boulevard (refer to Figure 
5-4) each have a total right-of-way of  73 feet. The ROW 
includes: two travel lanes, one 11-foot and one 12-foot; a 
6-foot Class II bike lane; a 15-foot landscaped median that 
narrows to accommodate turn movements. A combined 
public utility easement / landscape easement is included 
on both edges of  the roadway and includes an 8-foot 
planting strip, 6-foot sidewalk, and additional landscaping 
behind the sidewalk. This easement is utilized to assist in 
buffering uses that back onto the roadway. The total typical 
roadway width is 125 feet. It is encouraged that additional 
landscaping be provided where plan design allows. In 
addition, it is also recognized that a smaller landscaped 
area may be warranted where existing homes front onto 
Franklin Road and George Washington Boulevard. The 
ROW may widen at intersections to accommodate turn 
lanes. 

Bogue Road
Bogue Road east of  Sanborn Road will have a total right-
of-way of  73 feet. This total includes two travel lanes, 
one 11-foot and one 12-foot; a 6-foot Class II bicycle 
lane in each direction; and a 15-foot tree-lined median 
that will narrow to accommodate left hand movements 
within the ROW. There will be no sidewalk or planting 
strips along the southern side of  the roadway where it 
abuts agricultural property consistent with the General 
Plan policies. In addition, Bogue Road shall have a 60-
foot minimum rear yard setback for residential units 
backing alongside the roadway (refer to Appendix A.4.1m) 
that provides an agriculture buffer from new residential 
development and existing agriculture operations outside 
the Plan Area.  This setback may be modified based on 
adjustments to the City’s Sphere of  Influence or other 
adopted general plan policies adopted at the time of  
tentative map submittal. Along the northern portion of  
the roadway, a curb and gutter separates an 8-foot planting 
strip from the bicycle and travel lanes.  A 10-foot multi-
use trail and additional planting strip are located along the 
northern side of  the roadway to provide pedestrian and 
alternative transportation access and to help define the 
City’s urban edge (Refer to Figure 5-5). The planting strips 
and multi-use trail are a part of  the 35.5-foot minimum 
landscape easement. This roadway is also part of  the 168-
foot buffer required by Sutter County.  

Lincoln Road
Due to the existing conditions along Lincoln Road, 
a modified road right-of-way is permissible between 
Sanborn Road and Harter Parkway to accommodate 
existing development.  The modified street section shall 
accommodate all specified intersection geometrics and 
shall widen for both Sanborn Road and Harter Parkway 
intersections. New development shall provide curb, gutter 
and sidewalk to be approved by the City. The conceptual 
modified street section is shown in Figure 5-6 and contains 
two travel lanes in each direction; a 2-foot shoulder and 
incorporates existing drainage ditches. A 12-foot minimum 
Public Utility Easement is adjacent to the drainage ditch. 
East of  the intersection of  Harter Parkway, the street 
section shall be consistent with Figure 5-4.

5.3.2 Minor Arterials
Minor arterials provide mobility from residential 
neighborhoods, through the city and access to major 
centers and other major focal points. The Plan Area 
contains one minor arterial, El Margarita Road, which 
extends north from Franklin Road to Highway 20. Minor 
arterials have a total right-of-way of  48 feet consisting of  
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two 11-foot travel lanes; 6-foot bicycle lanes; and 7-foot 
parking lanes on both sides of  the right-of-way. An 8-foot 
planting strip, 6-foot sidewalk, and 10-foot public utility 
easement are located adjacent to the edge of  the right-of-
way within a landscape easement. The total street width is 
96 feet (refer to Figure 5-7). 

5.4 Collectors
Collector streets are typically two-lane configurations and 
transfer traffic from arterials to local roads. The Plan Area 
will be served by both major and minor collector streets. 

5.4.1 Major Collectors
Major collectors for the Plan Area include: Sanborn Road 
between Lincoln Road and Bogue Road; and Cherry Street 
as it extends into the Plan Area. These major collectors 
have a total right-of-way of  48 feet consisting of  an 11-
foot travel lane, a 6-foot bike lane in both directions, a 
7-foot parking lane in each direction. A 6-foot planting 
strip and 6-foot sidewalk will be located behind the curb 
as a part of  a 12-foot landscape easement (refer to Figure 
5-8) for a total street width of  72 feet. A dual cul-de-sac 
is proposed for Sanborn Road south of  Cherry Street to 
reduce cut-through traffic near the existing residences 
along Sanborn Road, as well as other potential traffic 
calming measures (refer to Section 5.9, Traffic Calming). 
This portion of  Sanborn road will not be considered a 
major collector.

5.4.2 Minor Collectors
Minor collectors for the Plan Area include Harding Road 
and the extension of  Pebble Beach Drive into the Plan 
Area. Three unnamed minor collectors are proposed to 
intersect with George Washington Boulevard. Minor 
collectors include: a 10-foot travel lane, a 6-foot bike lane, 
and a 7-foot parking lane in each direction for a 46 foot 
right-of-way (refer to Figure 5-9).  A 6-foot planting strip 
and 5-foot sidewalk are included as a part of  a landscape 
easement for a total street width of  68 feet.

5.5 Local Streets
Local streets provide access and circulation to individual 
residential units and form the internal circulation system 
of  a neighborhood. Local streets have capacity for light, 

localized traffic volumes and are not intended for the 
purpose of  thoroughfares. There are two local street types 
within the Specific Plan Area: typical local streets and 
alleyways.

5.5.1 Typical Local Streets
Local streets make up the majority of  the roadways within 
the Plan Area and are designed to provide convenient 
and safe access for motorists and pedestrians.   Multiple 
connections will tie new local streets into the existing road 
network to the north and east of  the Plan Area. Local 
roads have a right-of-way of  36-feet consisting of  a 10-
foot travel lane and 8-foot parking lane in each direction. 
A 6-foot planting strip and a 4-foot sidewalk behind the 
curb as a part of  a landscape easement on both sides of  
the street for a total street width of  56 feet (refer to Figure 
5-10). 

5.6 Alleyways
Alleyways are roadways that provide vehicle access to 
residential garages located in the rear of  a lot. Alleyways 
are most often provided to allow for small lot detached 
residential units. Alleys should be used in areas with 
limited vehicular access or constrained street frontages. 
Alleyways shall be paved, with landscaping allowed within 
the garage setback and are well maintained through either 
a landscape, lighting and maintenance district or other 
comparable district. Alleys accommodate one 10-foot 
travel lane in each direction. Garages should be set back 
from the alley to provide adequate driveway access (refer 
to Figure 5-11). Alleyways may be dedicated to the City 
or be used as a private access but shall meet the provision 
and standards for alleys set forth in the Specific Plan.

5.7 Off-Site Improvements
As outlined in the Traffic Impact Report, the build out 
of  the Lincoln East Specific Plan will trigger the need for 
off-site improvements to roads outside of  the Plan Area. 
As a result developers may be required to either construct 
additional roadway segments and be reimbursed by other 
developers, or pay a fair share cost for the necessary 
improvement through the Yuba City Traffic Impact Fee. 
More information on financing mechanisms is located in 
Chapter 9, Implementation. 



5-8 Lincoln East Specific Plan

chaptEr 5

Final lincoln East spEciFic plan

ROW ROW

6'
2'
C C

2'

BL
6’

BL
8' min.

PS
8’ min.

PS
12' min.

30’ Minimum
LE / PUE

26’ Minimum
LE / PUE 

12' min.6’
S

10'
MUT

15'
MTL

11’
TL
12’ 12'

TL TL
11’

73' ROW

129' Typical Section

CL
Back-on & Side-on Condition:
Typical LD / MD Subdivision

Non-backing Condition:
MD / HD / P / CC / PF

     

    73 feet
    6 feet on both sides of the Right-of-Way
    1/2 foot on both sides of the Right-of-Way
      14 feet with landscaping
     8 feet with landscaping adjacent to curb; 
       12 feet adjacent to sidewalk with back-on condition
      6 feet northbound side 
    10 feet southbound side
     11 foot lanes adjacent to curb 
       12 foot lanes adjacent to median

Note: * 6 foot minimum planting strip from meandering sidewalk or multi-use trial to curb. 

Figure 5-3 Harter Parkway        Section A 

Designation     Parkway

Right-of-Way (ROW)    73 feet
Class II Bicycle Lane (BL)   6 feet on both sides of the right-of-way
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   26 feet minimum east side of street adjacent to back of curb
      30 feet minimum west side of street adjacent to back of curb 
Median (M)     15 feet with landscaping
Planting Strip (PS)    8 feet minimum with landscaping adjacent to curb (within LE)
Public Utilities Easement (PUE)  12 feet minimum adjacent to sidewalk / Multi-Use Trail 
      (within LE)
Sidewalk (S)     6 feet opposite side of multi-use trail (within LE)
Multi Use Trail (MUT)   10 feet opposite east side of street (within LE)
Travel Lane (TL)    11 foot lane adjacent to curb
      12 foot lane adjacent to median



5-9Lincoln East Specific Plan

Circulation

Final lincoln East spEciFic plan

ROW ROW

6’
BL

C C

6’
BL

8'
PS

8'
PS

12' min.

26’ min.
LE / PUE

26' min.
LE / PUE

12' min.6'
S

6'
S

15'
MTL

12'11'
TL

12'
TL

11'
TL

73' R.O.W

125' Typical Section

1“ = 10’ 

 

CL
Back-on & Side -on Condition:
Typical LD / MD Subdivision

Non-backing Condition:
MD / HD / CC / PF

     

    125 feet
    6 feet on both sides of the Right-of-Way
    1/2 foot on both sides of the Right-of-Way
      14 feet with landscaping
     8 feet with landscaping adjacent to curb; 
       12 feet adjacent to sidewalk with back-on or side-on  
       condition
      6 feet on both sides of the Right-of-Way 
     12 feet for lanes adjacent to the median
       11 feet for lanes adjacent to curb

Note: * Ultimate right-of-way not required with annexation for George Washington Boulevard.
 * 8 foot continuous bike lane along existing residential frontages.

Figure 5-4  Lincoln Road /Franklin Road / George Washington Boulevard   Section B

Designation     Major Arterial

Right-of-Way (ROW)    73 feet
Class II Bicycle Lane (BL)   6 feet on both sides of the right-of-way
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   26 feet adjacent to back of curb on both sides of street
Median (M)     15 feet with landscaping
Planting Strip (PS)    8 feet with landscaping adjacent to curb (within LE)
Public Utilities Easement (PUE)  12 feet minimum adjacent to sidewalk (within LE)
Sidewalk (S)     6 feet adjacent to planting strip (within LE)
Travel Lane (TL)    11 foot lane adjacent to curb
      12 foot lane adjacent to median
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    108.5 feet
    6 feet on both sides of the Right-of-Way
    1/2 foot on both sides of the Right-of-Way
      14 feet with landscaping
     8 feet with landscaping adjacent to curb on north side; 
       17.5 feet adjacent to sidewalk / bicycle trail on north side
    10 feet adjacent to residential on eastside
     12 feet for lanes adjacent to Median
       11 feet for lanes adjacent to bicycle lane

Figure 5-5 Bogue Road         Section C
Designation     Major Arterial

Right-of-Way (ROW)    73 feet
Class II Bicycle Lane (BL)   6 feet on both sides of the right-of-way
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   35.5 feet adjacent to Specific Plan Development
Median (M)     15 feet with landscaping
Planting Strip (PS)    8 feet with landscaping adjacent to curb (within LE)
      5.5 feet adjacent to sidewalk / multi-use trail (within LE)
Public Utilities Easement (PUE)  12 feet adjacent to Specific Plan Development (within LE)
Multi Use Trail (MUT)   10 feet (within LE)
Travel Lane (TL)    11 foot lane adjacent to curb
      12 foot lane adjacent to median

*60 foot rear setback measured from edge of ROW (refer to Appendix A.4.1)
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Figure 5-6  Lincoln Road Alternative (Between Sanborn Road & Harter Parkway)  Section D
Designation     Major Arterial

Right-of-Way (ROW)    68 feet
Landscape Easement (LE)   12 feet back of ditch on both sides of the street
Open Drainage (D)    6 feet on both sides of right-of-way
Travel Lane (TL)    12 feet interior lanes; 14 feet adjacent to shoulder
Public Utilities Easement (PUE)  12 feet adjacent to existing drainage (within LE)
Shoulder (SH)     2 feet, gravel or paved surface

ROW ROW
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    92 feet (min), may be wider maintaining existing  
       property lines, typically with white rail fence 
     12 feet (min) right-of-way to open drainage, 
       landscaped with native trees
     6 feet adjoining both sides of the roadway, 
       decorative design with minimal maintenance
     2 feet, gravel surface
     12 feet for center lanes
       14 feet for outer lanes

Note:  * 8 foot continuous bike route to be constructed along nearby paralell local street(s)
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    77 feet
    6 feet on both sides of the Right-of-Way
    1/2 foot on both sides of the Right-of-Way
     7 feet on both sides of the Right-of-Way
     8 feet with landscaping adjacent to curbs 
      6 feet 
     11 feet all lanes
   11feet in both directions

Figure 5-7 El Margarita Road         Section E
Designation     Minor Arterial

Right-of-Way (ROW)    48 feet
Class II Bicycle Lane (BL)   6 feet on both sides of the right-of-way
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   24 feet adjacent to back of curb on both sides of street
Parking Lane (PL)    7 feet on both sides of the right-of-way
Planting Strip (PS)    8 feet with landscaping adjacent to curb (within LE)
Sidewalk (S)     6 feet adjacent to planting strip (within LE)
Public Utilities Easement (PUE)  10 feet adjacent to sidewalk (within LE)
Travel Lane (TL)    11 feet all lanes
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    73 feet
    6 feet on both sides of the Right-of-Way
    1/2 foot on both sides of the Right-of-Way
     7 feet on both sides of the Right-of-Way
     6 feet with landscaping adjacent to curbs 
      6 feet on both sides of the Right-of-Way
     11 feet both directions

Figure 5-8 Major Collectors (Cherry Street / Sanborn Road South of Lincoln Road) Section F 
Designation     Major Collectors

Right-of-Way (ROW)    48 feet
Class II Bicycle Lane (BL)   6 feet on both sides of the right-of-way
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   12 feet adjacent to back of curb on both sides of street
Parking Lane (PL)    7 feet on both sides of the right-of-way
Planting Strip (PS)    6 feet with landscaping adjacent to curb (within LE)
Sidewalk (S)     6 feet adjacent to planting strip (within LE)
Travel Lane (TL)    11 feet both directions
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    67 feet
    5 feet on both sides of the Right-of-Way
    1/2 foot on both sides of the Right-of-Way
     7 feet on both sides of the Right-of-Way
     6 feet with landscaping adjacent to curbs 
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Figure 5-9 Minor Collectors / Residential Collectors     Section G

Designation     Minor Collector

Right-of-Way (ROW)    46 feet
Class II Bicycle Lane (BL)   6 feet on both sides of the right-of-way
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   11 feet adjacent to back of curb on both sides of street
Parking Lane (PL)    7 feet on both sides of the right-of-way
Planting Strip (PS)    6 feet with landscaping adjacent to curb (within LE)
Sidewalk (S)     5 feet adjacent to planting strip (within LE)
Travel Lane (TL)    10 feet in both directions
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    57 feet
    1/2 foot on both sides of the Right-of-Way
     7 feet on both sides of the Right-of-Way
     6 feet with landscaping adjacent to curbs 
      4 feet on both sides of the Right-of-Way
     11 feet in both directions 

Figure 5-10 Typical Local Street        Section H

Designation     Local Road

Right-of-Way (ROW)    36 feet
Curb and Gutter (C)    2 foot on both sides of the right-of-way
Landscape Easement (LE)   10 feet min. adjacent to back of curb on both sides of street
Parking Lane (PL)    8 feet on both sides of the right-of-way
Planting Strip (PS)    6 feet with landscaping adjacent to curb (within LE)
Sidewalk (S)     4 feet adjacent to planting strip (within LE)
Travel Lane (TL)    10 feet both directions
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Figure 5-11 Alleyway       

Designation     Alleyway

Right-of-Way (ROW)    20 feet
Travel Lane (TL)    10 feet in both directions
Garage Setback (GS)    5 feet in both directions

Notes: 30 foot PUE applies to private alleyways only.

 Alleyways shall be paved.
 Alleyways shall be landscaped, where appropriate. Alleyways shall have a 5 foot garage setback   
 between travel lanes and the garage to accommodate landscaping. 
 Landscaping areas within Alleyways shall be located to allow for driveway access of 18’ min.
 Alleyways shall have a minimum of 30 feet from garage door to garage door.

Garage Garage

10’

TL GSGS

30'
PUE1

5' 5'

TL
20' ROW

ROW ROW

20’

5'
 m

in
.

D
riv

ew
ay

 A
cc

es
s

18
’ m

in
. D

riv
ew

ay
 A

cc
es

s

5’ 

30’ Min. 

Section

Plan View



Circulation

5-17Lincoln East Specific PlanFinal lincoln East spEciFic plan

10’ Wide
Multi Use

Trail

Street Narrows At 
Crosswalk Bollards 

Enhanced Paving 
 at Crosswalk 

Raised Table

An example of a narrow street

5.8 Roundabouts
Roundabouts are an alternative form of  traffic control 
that reduce traffic speeds and reduce the amount of  
stopping at intersections while providing neighborhood 
focal points. The use of  roundabouts depends on several 
factors, such as the amount of  traffic projected along a 
street segment, surrounding land uses, and whether the 
roundabout is a more efficient intersection control device 
than a stop sign or signalized intersection. If  roundabouts 
are utilized, they shall be landscaped with low growing 
shrubs and grasses to provide clear line of  sight for 
pedestrians and motorists. Crosswalks shall be located 
outside the roundabout and shall provide a pedestrian 
refuge island at the median location. Parking shall be 
prohibited within the roundabout. The conceptual sketch 
below illustrates a prototypical roundabout with pedestrian 
crosswalks, as well as landscaping within and surrounding 
the roundabout. 

5.9 Traffic Calming Techniques
Traffic calming is an important part of  creating a safe 
and enjoyable community. Traffic-calming devices can 
control traffic volumes and speeds to promote a safe 
neighborhood environment within the Plan Area and 
promote alternative transportation modes. A variety 
of  traffic-calming techniques are proposed to be used 
throughout the Plan Area, primarily in residential and 
park areas and include: narrowing street width, bulb-outs, 
special pavement markings, chokers, and diagonal closures. 
These measures may be used alone or in combination to 
promote safe travel through the Plan Area. 

Narrowing Streets
Street narrowing is a potential option in the Plan Area. 
The intent of  this option is to reduce vehicle speeds while 
traveling through the Plan Area and ultimately reduce the 
amount of  paved surface in the Plan Area. Narrow streets 
also promote safer pedestrian crossings.  Narrowing streets 
may include but is not limited to: a reduction in the parking 
lane for a larger planting strip to accommodate such uses 
as bio-filtration (refer to 7.5.1), reduction in parking lane 
for accommodation of  shared on-site parking for cluster 
homes, etc. Street narrowing may be utilized to slow traffic 
around schools, parks, and other locations where high 
pedestrian activity may take place.

Bulb-outs
Pedestrian bulb-outs should be included along streets 
with high pedestrian activity to reduce the amount of  time 
that pedestrians are exposed during roadway crossings. 
Furthermore, on-street parking near intersections is 
eliminated to improve visibility. In addition to an increased 
feeling of  safety for pedestrians, bulb-outs also serve as 
a way to decrease traffic speeds, especially when vehicles 

R=64’

R=40’

An example of a roundabout An example of a bulb out
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An example of a daylighted cul-de-sac

attempt to turn. This measure should include accent paving 
and landscaping that does not impair driver sight lines. 
Parking is restricted along bulb-out areas and curbs shall be 
painted red to indicate that no parking is allowed. 

Chokers
Chokers are used to narrow street widths for safer pedestrian 
crossing. This measure eliminates on-street parking at mid-
block crossings to increase visibility of  pedestrians.

Diagonal Road Closures
Diagonal road closures lower traffic volumes by forcing 
traffic to turn and preventing straight-through movement 
through intersections. This measure increases pedestrian 
safety by including crossing areas and a bicycle pathway. 
Emergency vehicle access is provided by construction of  
removable sections or bollards. Diagonal road closures 
also provide additional area for landscaping. Diagonal road 
closures may be utilized to direct traffic away from existing 
neighborhoods and into new development areas or higher 
capacity roadway segments.

Special Pavement Markings
Special pavement markings shall be used to serve as a 
visual reference for motorists of  the likely presence of  
pedestrians and cyclists in the area. This measure may be 
used in conjunction with any combination of  the other 
traffic calming measures. 

5.10 Cul-De-Sacs
The proper design of  cul-de-sacs is fundamental to successful 
pedestrian and bicycle circulation.  Day-lighted cul-de-sacs 
provide pedestrian and bicycle access to open spaces, parks, 
and neighborhoods while restricting automobile through 
traffic. The use of  conventional dead end cul-de-sacs 
within the Plan Area will be limited to instances where a 
hardship can be demonstrated by the developer. Pedestrian 
and bicycle connections shall be provided at the end of  
every cul-de-sac adjoining park or trail routes. In situations 
where major streets with walls adjoin residential areas, day-
lighted cul-de-sacs shall be used to create wall openings 
with pathway connections (refer to Circulation Policy-10). 
Parking bollards will be placed 10 feet from the curb to the 
extent that is feasible.   

An example of a choker used in a neighborhood

An example of a diagonal road closure
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A dual cul-de-sac is proposed for the segment of  Sanborn 
Road just south of  Cherry Street. This design will reduce 
cut-through traffic potentially affecting existing residences 
along Sanborn Road. The cul-de-sacs will be day-lighted, 
and non-walled, providing increased pedestrian and bicycle 
connections between the two segments of  the roadway. 
Cul-de-sacs shall be designed with a 40-foot radius as per 
the standards set forth in the City of  Yuba City Standard 
Detail drawings.  

5.11 Pedestrian and Bicycle Circulation
Emphasis is placed on non-vehicular circulation within the 
Lincoln East Specific Plan. Bicycle facilities and pedestrian 
pathways provide a safe and healthy transportation 
alternative for all residents. The Plan Area provides 
opportunities for pedestrian/bicycle connectivity and 
access. 

The land use pattern and circulation system incorporate 
safe, efficient routes for pedestrians and bicyclists within 
neighborhoods and between public amenities, such as 
parks and schools.  Elements of  the Specific Plan designed 
especially for the benefit and comfort of  those utilizing 
non-motorized travel include sidewalks, bicycle lanes, and 
multi-use trails. Nearly all roads within the Specific Plan 
have sidewalks or access to the multi-use trail system on 
both sides of  the street.  Sidewalks range from 4 to 6 feet 
wide. Class II bicycle lanes are included along the parkway, 
arterials, and collectors and are 6 feet in width. Within 
the neighborhood parks and expanded community park, 
paths that are completely separated from roadways will be 
provided for the exclusive use of  bicyclists and pedestrians.  
Additionally, innovations such as daylighted cul-de-sacs 
will provide additional connections for pedestrians and 
bicyclists.

5.12 Public Transportation
The circulation system within the Plan Area shall be 
designed to provide public transportation services to its 
residents. Transit stops shall be located at key destination 
points within the Plan Area. Additionally, Park and Ride 
lots shall be located within all commercial areas, and should 
be co-located with public transit stops.  Transit stops shall 
provide access for pedestrian and bicycle connections, 
and be located within close proximity to key Plan Area 
features. 

Yuba-Sutter Transit Authority provides local bus services 
to Yuba City. Currently the Plan Area is provided with 
public transit service at the southeastern portion of  the 
Plan Area boundary via fixed Route 5 along Sanborn 
Road between Pebble Beach Drive and Bogue Road. 
Curb-to-curb service is also available via “Dial-a-Ride,” 
which is available throughout the Plan Area for qualifying 
residents. 

The pedestrian orientation of  the Plan Area, as well as 
its convenient location adjacent to the city limits of  Yuba 
City, makes the Plan Area amenable to future fixed route 
expansion of  the public transportation system. All future 
transit stops shall include: 
	 Shelter structures
	 Lighting and seating areas
	 Adequate right-of-way to provide access to 

circulation system

All transit stops shall be consistent with Yuba-Sutter 
Transit Authority standards. Exact transit stop locations 
will be determined by Yuba City in conjunction with the 
Yuba-Sutter Transit Authority. Transit stop bus shelters 
shall be constructed on a 6-foot by 16-foot building 
pad. Areas where bus turnouts may be necessary will be 
determined on a case-by-case basis in coordination with 
Yuba-Sutter Transit Authority. 
 






