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PLANTER

6" BARRIER CURB & GUTTER
SEE TABLE BELOW

CLASS 2 AGGREGATE BASE. SEE
TABLE BELOW.

*4’ FOR RESIDENTIAL; 5° FOR COLLECTOR; 6 FOR ARTERIAL

RESIDENTIAL STREET WITH PLANTER STRIP

NTS
PUE R/W R/W PUE
9.5 46" 9.5'
32’
- ¢ "
0.5' 0.5
2.5 2.5
—— 2%2’5 —
S/W

6" BARRIER CURB & GUTTER
SEE TABLE BELOW

CLASS 2 AGGREGATE BASE. SEE
TABLE BELOW.

*4’ FOR RESIDENTIAL; 5" FOR COLLECTOR; 6' FOR ARTERIAL

RESIDENTIAL STREET WITHOUT PLANTER STRIP

NTS
STREET TYPE TRAFFIC INDEX | A.C.M AB!
RESIDENTIAL 6 3" 127
COLLECTOR 7 4" 147
ARTERIAL 10 6" 22"

1. MINIMUM TRAFFIC INDEX VALUES ARE SHOWN. STRUCTURAL SECTION
CAN BE DESIGNED BASED ON CITY APPROVED R-VALUE.
2. USE 'TYPE A’ HOT MIX ASPHALT.

CITY OF YUBA CITY

RESIDENT'AL STREET STANDARD DETAIL

TYPICAL SECTION ST1
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