27" SLEEVE

2 1/2" SQ. 7 ga GALVANIZED
PIPE WITH BOLT HOLE AT TOP.
INSTALL PER MANUFACTURER'’S
RECOMMENDATION.

12" SQ. FORMED TOP,
TROWELED AND TOOLED

SEE STANDARD DETAIL ST15
FOR ADDITIONAL INFORMATION

\‘I\‘— 2"x2" TELESPAR

OR UNISTRUT
SQUARE SIGN
SUPPORT. USE

14 ga GALVANIZED
STEEL.

SCORE AROUND POLE
1/2 THE THICKNESS
OF POLE (1° ABOVE SLEEVE)

/ FINISHED
FINISH TO MATCH SIDEWALK. g I 3" / GRADE

FORM 3 SIDES WHEN
ADJACENT TO MONOLITHIC
SIDEWALK, 4 SIDES WHEN

IN PLANTER AREA.
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CONCRETE DIAMETER 21/2°5Q. 7 ga

BREAK AWAY
FOR
STREET SIGNS

GALVANIZED PIPE.
SEE ENLARGED DETAIL.

* BREAK AWAY POSTS ARE REQUIRED FOR

MEDIANS AND ISLANDS

CITY OF YUBA CITY

STANDARD DETAIL
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