STOP o
w
(&}
2
30" HIGH INTENSITY @
STOP SIGN TO BE z3
PLACED AT THE 35 =
BEGINNING OF CURVE, ~ 4
BACK OF SIDEWALK, 2 &
7 MIN.—8' MAX. n o
—
o
L] ” &
2"x2" TELESPAR -
__OR UNISTRUT 2
SQUARE SIGN x
SUPPORT. USE ¥
14 go GALVANIZED ©
12" SQ. FORMED TOP, STEEL. ©
TROWELED AND TOOLED J
FINISH TO MATCH SIDEWALK. FINISHED -
\ GRADE
SR [
TATY T
3 N 4"
FORM 3 SIDES WHEN N Vi 2’ MIN.
ADJACENT TO MONOLITHIC .. S
SIDEWALK, 4 SIDES WHEN N IEENN
IN PLANTER AREA. Nl e
pr o N
\\/\(
R \ Ls" MIN.
- 10"+~
PORTLAND CEMENT INSTALL PER MANUFACTURER’S
DIAMETER RECOMMENDATION. FOR BREAK

CONCRETE

NOTES

1.
2.

SIGN LOCATION TO BE DETERMINED
BY THE CITY ENGINEER.

MOUNTING ASSEMBLIES TO MEET
THE REQUIREMENTS OF THE

CITY ENGINEER.

STOP SIGNS MUST BE INSTALLED WITHIN

7 DAYS AFTER PAVING.

AWAY SEE DETAIL ST16.

CITY OF YUBA CITY

STANDARD DETAIL

STOP SIGNS

ST17

APPROVED

DATE

REVISIONS

BY

FETe— 7 /% [o9

D




