























STORM DRAIN MARKER.
SEE DETAIL DR10
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SLOTTED FOR —

DROP INLET
DRAINAGE
GRATE ASSEMBLY

SCHEDULE "A”
CURB HT. [SOUTH BAY FOUNDRY| "A"
0 6" SBF—424 5"
8" SBF—424 8"
~— 9 3/4" — 18 /16— CURB HT.| D&LSUPRLY | "a”
~— 13 3/4 T = v 6" A420 BM 8"
21/2"] L 41/ OR CITY APPROVED EQUAL
BACK OF CURB
e EPEICE:

=5 6"% 8" C & G T
24"
29 1/2"
SECTION A—A CITY OF YUBA CITY
STANDARD DETAIL
DR5
DATE REVISIONS BY APPROVED DATE




#4 BARS AT 6

0.C. EACH WAY
\ _A

PINKERTON FOUNDRY

A-335 OR EQUAL M.H.
ASSY — 24" TO BE
LOCATED AT DEEP

H e — - - == END OF CATCH BASIN
INP (

40" \i-"// . Y

3L| SAFETY BAR NO 6 REBAR |
4 L2 e
1 | [1 ]
1 Y =] = |
CURB FACE 1=\ i = H 1]
2-ANCHORS EQUALLY SPACED / "114&,
4"x47x3 /8" ANGLE(GALVANIZED)
LiP '\ 2'6"
40" ~ST A, Arp
W \5——-
N\ 14 BARS AT 18" LA
0.C. EACH WAY
SCHEDULE
STYLE Ly | Lo
TYPE "A"|9'-6"| 7'
TYPE "B"|7'-8"| 5' CONFORM TO SDEWALK GRADE
SEE DETAIL DR10
[ BARS AT 18"
4" DEPRESSION » EACH WAY

3/4" GALV. s

NORMAL FLOW LINE

#4
0.C

| STEEL SAFETY BAR
] 10" '

1/2" § STEEL BAR
a

3
WELD ALL ROUNDS ~—~"

£7x4"x3/8" ANGLE
(GALVANIZED)

NOTES _

1. A PRECAST UNIT MEETING THESE MINIMUM
STANDARDS IS PREFERRED.

2. THE CATCH BASIN SHALL BE USED AT

LOCATIONS DIRECTED BY THE CITY ENGINEER.

CATCH BASIN

™~ No. 4 BARS AT 18" OLC.

1 1/2" CLEAR FROM INSIDE
OF BOX

CITY OF YUBA CITY

STANDARD DETAIL

DR6

APPROVED DATE

DATE REVISIONS BY




MANHOLE DIMENSIONS
de: | A | B] © D E F | G | K1 |
3011 5'0” 2'6” 5” 1!3” 3'9" 2.6" 3” 8" 7”
38° | 50" | 30" |4—1/2"| 107 4 3—1/2" | 30" |3-1/2"| 8" |7-1/2"
42n 5!0n 3,6” 5” 9" 4I1 0” 3'6" 4" B" 8ll
48" | 5'g" | 4’0" 6" 10" 5'5” 4’0" 5" 8" g"
54" | 6'3" | 46" | 6—1/2"|10-1/2"| 5 11-1/2" [ 46" [5-1/2"| 8" |9-1/2"
84" [ 9’0" | 70" 8" 10" 87" 7'0" 7" 8" 11"
g6” [10'2" | 80" g9” 11" 9'g” 80" 7" 8" 11"
3" TYP. CLEARANCE— |~ 48" SEE STANDARD STORM DRAIN
ON BARS MANMHOLE FOR UPPER SECTION
2 #5 BARS ON EACH
SIDE OF MANHOLE
GROUTED—{|
H_l 6" TYP. "l
' i
\ 3 #5 BARS ON EACH
- SIDE OF MANHOLE
£ F MONOCLITHIC OR
PRE—CAST PIPE
' NOTE: CONCRETE BASE TO
BE 2'8" LONGER THAN LD.
p | OF MANHOLE SHAFT
G - B
4"
A

CITY OF YUBA CITY

STORM DRAIN STANDARD DETAIL

MANHOLE FOR PIPE DR7

{FOR PIPES 30"@ AND GREATER) JEO.

APPRCVED DATE
DATE REVISIONS 8Y




—

QVER PIPE:

EXTEND DOWN AS FAR AS
POSSIBLE THEN BEND 90"
SIDEWAYS.,

1
L

2'6" OR EXTEND TO EDGE OF
/ M.H. OPENING WHICHEVER IS LESS.

SEE STD. M.H.
FOR UPPER SECT.

GROUTED— |

2"CLR. J

s
\— #6 BARS AT 8"0.C. ENTIRE 1 2% o
PERIMETER (SEE DETAIL) 4 BT o 1 #6 & 2 #5 BARS ALL SIDES M.H.
\ N | | OPENING IN ADDITION TO OTHER
: A i ' REINF. SHOWN. (SEE DETAIL)
T i 4] _ #6 BARS, LENGTH OF WALL OVER ALL
POUR TOP & SIDE Pi 1~ PIPES ENTERING BOX.
WALLS IN ONE CONT. ™~ == i P
OPERATION.
2"CLR. —{|-H ) BARS—HORIZ. AT 1670.C.
c & P &_L 4 SIDES)
(&
2"CLR. 1 |— N
CONSTRUCTION JOINT, .
FORM 2"x4” KEY IN ) ~ | {
BASE SLAB ~ e —
N
[ !
#4 BARS—VERT. AT 1170.C.
(ALL 4 SIDES) o 16" |
a TYP.
I%ANHOLE DIMENSIONS i #6 BARS AT 10"0.C. EACH WAY
PIPE| A B C A
30" | 610" | 810" | 54"
36" | 610" | 610" | 64 SECTION X—X
42" | 610" | 610" | 64"
48" | 74 | 747 | 70O ]
= | s | g4 | 76 giCBHA?Vi YAT 9"0.C.
60" | 8'4” | 810" | 80"
72" | 9’4" | 100" | 90 7 WATERTIGHT
>< = =T JOINTS (TYP) ><
b 7 \ f
L l B
\ /
L | ey

STORM DRAIN
JUNCTION BOX
FOR PIPES

(FOR PIPES 30"2 AND GREATER)

#4 BAR CIRCULAR RING AT _|
ALL PIPE OPENINGS. (TYP)

CITY OF YUBA CITY

STANDARD DETAIL

DR8

APPROVED DATE

DATE REVISIONS

BY




S. CITY 5°x3"x3/16" GALV. STRUC. TUBING OR RECTANCULAR
6 BARRIER ABS WITH EQUIVALENT CROSS~SECTIONAL AREA
CURB & GUTTER \

CITY SIDEWALK
2% 'd

STRUCT. TUBING OR 43 REBAR

ABS T0 BE CUT TO

FIT CURB ANGLE.

COAT ENDS OF TUBING SECTION A—A

WTH MIN. 2 COATS

SET L W 1AM THREE 5"x3"x3/16" GALY. STRUC. TUBING

" » X3 X A 3

GALVITE" OR EQUAL . OR RECTANGULAR ABS WITH EQUIVALENT
2 CROSS-SECTIONAL AREA

11/2"
SECTION B—B NOTE: DRAIN ASSEMBLY SHALL
BE FABRICATED AND HOT
DIP GALVANIZED.
A
NEW CONC. SENVA
B
oy #5 REBAR AT ENDS
SIDEWALK
43 REBAR AT CURB
AND AT 12" 0.C. AT
SIDEWALK
6" CURB
& cum\
A
PLAN VIEW CITY OF YUBA CITY
STANDARD DETAIL
UNDER SIDEWALK DR9
DATE REVISIONS BY APPROD DATE




STORM
DRAIN INLET
MARKER

NOTE:

1. USE ALMETEK OR CITY APPROVED
EQUAL. MARKER TO HAVE "NO
DUMPING, DRAINS TO RIVER".

2. INSTALL ON CURB ADJACENT TO
DRAIN INLET. ATTACH PER
MANUFACTURER'S SPECIFICATIONS.

ALUMINUM, 3D EMBOSSED DISC

CITY OF YUBA CITY

STANDARD DETAIL

DR10

DATE

REVISIONS

BY

APPROVED

DATE




10.

1.

12

13.
14,

15.
16.

17.

18,
19.
20.
21,

. WHEN A PRIVATE PARTY IS TO DEVELOP A SYSTEM AND THEN DEDICATE THE

SYSTEM TO THE CITY THE FOLLOWING SHALL APPLY: THE PRIVATE PARTY SHALL
BE RESPONSIBLE FOR ARRANGEMENTS WITH P.G.&E., AND ALL CONNECTION AND
SERVICE FEES CHARGED BY THE UTILITY AS WELL AS CITY INSPECTION FEES.

. POWER FOR STREET LIGHTS IN NEW AND EXISTING RESIDENTIAL SUBDIVISIONS SHALL

BE DIRECT FEED {UNMETERED). FACH STREETLIGHT SHALL HAVE AN INDIMDUAL POINT OF
CONNECTION AS APPROVED BY PG&E. CONTRACTOR SHALL PROVIDE AS BUILT DRAWINGS
SHOWING PG&E FACILITIES AND THE ACTUAL STREET LIGHT LOCATIONS.

. ON STREETLIGHTS WHERE INDIVIDUAL POINTS OF CONNECTION ARE NOT AVAILABLE,

A LIGHTING SYSTEM SHALL BE [NSTALLED WITH A SERVICE PEDESTAL APPROVED BY THE
ENGINEER AND HAVE SEPARATE A AND B CIRCUITS.

. ALL CONDUIT TO BE USED SHALL BE RIGID METAL, OR SCHEDULE 40 POLYVINYL CHLORIDE.
. THE UNDERGROUND CONDUIT AND ALL METAL PARTS SHALL BE CONTINUQUSLY BCNDED AND GROUNDED.
. MINIMUM RADIUS OF BENDS SHALL COMPLY WiTH 86—2.05C OF THE CALTRANS STANDARD

SPECIFICATIONS, ALL BENDS AND/OR OFFSETS SHALL BE MADE WITH FACTORY FABRICATED
SECTIONS. THERE SHALL BE NO MORE THAN THREE BENDS PER RUN. BELL ENDS ARE
REQUIRED ON ALL CONDUIT ENDS.

. UNLESS OTHERWISE APPROVED BY THE CITY ENGINEER, A NO.5. PULL BOX {CALTRANS STANDARD

PLAN ES—8) SHALL BE USED AT ALL STREET LIGHT STANDARDS. COVERS SHALL BE INSCRIBED
"STREET LIGHTING™ AND SECURED WITH SOLID BRASS HOLD DOWN BOLTS.

. FOR DIRECT FEED SYSTEMS LONG CONDUIT RUNS ARE TO BE AVOIDED. DIRECT SECONDARY POWER FROM

THE P.G.&E. SERVICE TO THE PULL BOX SHALL BE PROVIDED. JUNCTION BOXES TO BE A MAXIMUM
250" (FEET) APART ON LONG RUNS, OR AS DIRECTED BY THE CITY ENGINEER.

. CONDUCTORS FROM THE PG&E SECCNDARY BOX TO THE STREET LIGHT SPLICE BOX SHALL BE

ALUMINUM #6 AWG DUPLEX (PG&E #294347). IN A STREET LIGHTING SYSTEM, CONDUCTORS FROM
THE POINT OF CONNECTICN TC THE SERVICE PEDESTAL SHALL BE ALUMINUM 1\0 AWG TRIPLEX
(PG&E #294370). ALL OTHER CONDUCTORS SHALL BE COPPER #5 AWG, EXCEPT #8 AWG (BARE)
FOR GROUND.

CONNECTICN FROM ALUMINUM TO COPPER IN THE STREETLIGHT SPLICE BOX SHALL BE
MADE WITH EITHER A 3 OR 4 WAY SWEETHEART BY HOMAC, BURNDY KSAS, BURNDY KSU20,
ILSCO SK—6 OR CITY APPROVED EQUAL.

ALL SPLICES SHALL BE WATERPROOF, MADE WITH APPROVED SOLDER CONNECTOR OF
PROPER SIZE, AND SHALL CONFORM TO CALTRANS STD. PLAN ES—13A. WIRE SIZES 8 AND
SMALLER SHALL COMPLY WITH SECTION 86—2.09C — CONNECTORS AND TERMINALS

OF THE CALTRANS STANDARD SPECIFICATIONS.

ALL EMPTY CONDUIT SHALL BE CAPPED AND A #10 GREEN PULL WIRE, OR APPROVED PULL STRING,
SHALL BE INSTALLED INSIDE WiTH EACH END SECURED IN SUCH A WAY AS TO ASSURE THAT THEY
WILL REMAIN EXPOSED.

ALL CONDUIT OPENINGS TO BE COVERED WITH DUCT SEAL.

ALL POLE WIRING TO BE #10 AWG SOLID, TRANSITION FROM #6 TO #10 TO
BE DONE IN PULL BOX PRIOR TO ENTERING POLE.

EACH STREET LIGHT SHALL HAVE A IN—LINE FUSE HOLDER IN POLE HANDHOLE.

CONTRACTOR TO PROVIDE SUBMITTALS FOR CITY APPROVAL OF POLES, LUMINAIRES,
SERVICE PEDESTALS AND ANCHOR BOLTS.

CONTRACTOR SHALL TAG CONDUCTORS WITH STREET LIGHT NUMBERS IN PG&E SECONDARY
BOX PER PG&E REQUIREMENTS.

STREET LIGHTS MUST BE READY TO BE ENERGIZED WITHIN 14 DAYS AFTER SUBDIVISION IS ENERGIZED.
ALL WORK SHALL COMPLY WITH CALTRANS STANDARDS, SECTION 86.

POLE BASE SHALL BE GROUTED WITH NON—SHRINK GROUT.

ALL PG&E SERVICE POINTS SHALL BE SHOWN ON STREET LIGHT PLANS.

CITY OF YUBA CITY

LIGHTING DETAIL

STREET LIGHT E1
GENERAL NOTES RO TR

DATE REVISIONS BY




BACK OF
FIXTURE | M

| (PROJECTED LENGTH)

4-5/8"

GALVANIZED STEEL

POLE AND MAST ARM — \

HANDHOLE ’\

BACK OF CURB -
or BACK OF
SIDEWALK T
18" FROM BACK OF _‘;

WALK THAT IS CONTIGUOUS
WITH CURB or
24" FROM BACK OF

0"

POLE ELEVATION

5/8"x 11 NC x 1 3/4"
= LONG HS CAP SCREWS,
/ TOTAL 3 TAP POLE
21 /5;’_ \" PLATE.
~1/4"] |\
q [+]
= CHASE EDGES FOR
=|th ELECTRICAL
. DOUBLE ARM FOR _ CONDUCTORS
MEDIAN INSTALLATION z
=
o 5/16" :;
Wz /|
o| =
a5
| 1
Ol L - F
— © - 1 ©
x| — ‘
ol & SIS
LJ| =~ e |
f ks T = :A\* &
o 1” \ O °<| 1/4n
— _.._\ BAR 1/4" x 0!_5"
NON—REINFORCED
FOUNDATION LUMINAIRE ARM CONNECTION
I--—
- 12" sq.
N / L/

CURB IF SIDEWALK IS
SEPARATED FROM CURB

POLE
LUMINAIRE ARM DATA AXIS
PROJ%CTED N MIN. P MOUNTING
LENGTH RISE ATOBOLE THICKNESS HEIGHT
8'—0" 2’—0"+ | 3-1/4" [ 0.1196" 31'—-6"+
POLE_DATA BASE I:'Iéﬁ'l(‘)E DATA
A MIN_OD THICK—] __ANCHOR BOLTS
HEIGHT [BASE| Top | /CKNESS| | 'NFSS [T SZE  [BOLT CIRCLE
30 8" [3-7/8" 0.1196" 1" [ 1"%36"x4" 117
STREET LIGHT POLE
AND MAST ARM

e
Ny
AN
POLE BASE

CITY OF YUBA CITY

LIGHTING DETAIL

DATE REVISIONS

BY

E2

APPROVED DATE




LEVELING NUT (BOTTOM),
BASE PLATE (MIDDLE),
SECURING NUT (TOP)

1" DIA. ANCHOR BOLTS
w/12" THREAD (SEE

AND NUT COVER (NOT \ / NOTE).
SHOWN).
gE~ oem || @
XK S " 5 Ky
AN BRI~
2| KL S KRR
= ,\\\/\/\\/\\ a . . » \\ \\
© ’ //‘//// gl 4 \//(\\ %
AL 36"
TO PULL BOX | . ' 21'.__4"- A
1% CONDUIT) ) “.'. ° ."
] I | 60" (SEE
R NOTE 2)
4 sf"dd - d .
) - S NI
\/<// ] < - // {,
N La \//\\\ \/
R N R R A
AN NS
’ //\,\/,\,\//\\/)\\ AN
NOTE: 30
1. SIX SACK CONCRETE SHALL BE USED FOR THE FOUNDATION, AND THE CONCRETE
SHALL CURE FOR 7 DAYS PRIOR TO SETTING THE LIGHT POLE.
2. CONFIRM WITH THE CITY ENGINEER FOR DESIGN OF POLE FOUNDATION FOR A
TWO MAST ARM APPLICATION.
CITY OF YUBA CITY
STREET LIGHT LIGHTING DETAIL
POLE FOUNDATION E3
(SINGLE MAST ARM ONLY)
APPROVED DATE

DATE

REMISIONS

BY




90" BEND
UPWARD

2" CONDUIT

45" BEND

¢

3'x 3’ CONCRETE PAD — |

BACK OF CURB or
BACK OF SIDEWALK

#5 PULL BOX

DO NOT PUT IN S/W AREA
UNLESS APPROVED.

O

2" CONDUIT

——1—1/2" CONDUIT

— BASE PLATE

__— FOUNDATION

POLE BASE

STREET LIGHT BASE
AND PULL BOX DETAIL

PLAN VIEW

COVER SHALL BE
MARKED "STREET
Y LIGHTING”

5/8"x8’
COPPER
GROUND ROD.
| T CONNECT TO
POLE WITH
BARE,

SOLID COPPER

#5 PULL BOX  No.6 GROUND
WIRE.

CITY OF YUBA CITY
LIGHTING DETAIL

E4

DATE

APPROVED DATE
REVISIONS BY




DIE-CAST ALUMINUM

HOUSING

/

\

<\ ACRYLIC OR

/

PHOTOELECTRIC CONTROL
RECEPTACLE

LEVELING PAD 47

4

75"— SLIP FITTER

FOR
1.25"-2" PIPE

L]
e

\ | ]

POLYCARBONATE RESIN

LENS SWING
RADIUS

POLES SHALL BE ANY APPROVED PCOLE MEETING CALTRANS
SPECIFICATION TYPE 15.

LUMINAIRES SHALL BE ANY APPROVED LUMINAIRE MEETING CALTRANS
SPECIFICATIONS FOR H.P.S. TYPE Il

ALL LUMINAIRES SHALL BE ROADWAY TYPE (COBRA HEAD) WITH THE
LUMINAIRES INSTALLED WITH OPERATIONAL PHOTOCELLS FACING NORTH.

THE REFRACTOR SHALL HAVE H.P.S. TYPE lil LIGHT DISTRIBUTION
PATTERN EXCEPT WHERE DIRECTED BY THE CITY ENGINEER. ALL
LUMINAIRES SHALL BE HIGH PRESSURE SODIUM.

LUMINAIRES SHALL OPERATE AT 120 VOLTS AND SHALL BE CUTCFF TYPE
UNLESS OTHERWISE APPROVED BY THE CITY ENGINEER.

LUMINAIRE
TYPE | WATTAGE STREET TYPE
H.P.S. 70 RESIDENTIAL
H.P.S. 100 COLLECTOR /ARTERIAL

STREET LIGHT LUMINAIRE DETAIL

SWING RADIUS FOR
POWER DOOR OR
EQUIVALENT

CITY OF YUBA CITY

LIGHTING DETAIL

ES

DATE

REVISIONS BY

APPROVED

DATE




DECAL TEXT SCHEDULE

@

POLE
IDENT. I]I_)?E%EI'
NO. NO.

YC—

0
Q
=
m

]
O
r=

YC—

YC—

YC—-

YC-

YC—-

YC—

YC—

YC—

YC—

YC—

YC-

YC—

YC—

YC—

clREEEEEEEEEEEEE RS

YC—

COLCR: COLOR:
BLACK BLACK &
NUMBERS| GOLD OR
BLACK &
WHITE

NOTES

1. PROVIDE DECAL TEXT SCHEDULE
SIMILAR TO ONE SHOWN ABOVE ON
PLANS.

2,

PLACE NUMBERS FACING STREET.

STREET LIGHT

POLE

IDENTIFICATION

Y
C
5
1

{

GALVANIZED STEEL
POLE AND MAST ARM TN
POLE
IDENTIFICATION — ™~ Y
NUMBER \C
LAMP 5
IDENTIFICATION—" 1
NUMBER ™~ 70
o
BACK OF CURB
OR BACK OF
SIDEWALK —~_
DECAL LOCATION
N.T.S.

POLE NUMBERS

2” HEIGHT
3" x 3" DECAL

LAMP ID. NUMBERS
3/4" HEIGHT
1" x 3" DECAL

IDENTIFICATION DECAL DETAIL

N.T.S.

CITY OF YUBA CITY

LIGHTING DETAIL

E6

NUMBER

T APPROVED  DATE

DATE

REVISIONS

BY




CONCRETE

MARLEX STREET ELL \

PLACE 1" FROM CONCRETE

FINISHED GRADE

ROTOR POP—UP SPRINKLR:

""" RAIN BIRD FALCON

NO TEFLON TAPE ALLOWED

WITHIN THESE LIMITS

MARLEX STREET ELL

N

ROTO POP-UP
SPRINKLER

PVC LATERAL PIPE

PVC SCH 80 NIPPLE
(LENGTH AS REQUIRED)

MARLEX STREET ELL

PVC SCH 40 TEE OR ELL

1. ROTO POP—-UP SPRINKLERS ARE TO BE USED IN LARGE TURF AREAS.

CITY OF YUBA CITY

IRRIGATION DETAIL

IR1

APPROVED DATE

DATE

REVISIONS

BY




CONCRETE

/ PLACE 1" FROM CONCRETE

FINISHED GRADE

/ RAIN BIRD 1800 SPRAY HEAD

WITHIN THESE LIMITS

MARLEX STREET ELL

MARLEX STREET ELL

NO TEFLON TAPE ALLOWED

PVYC SCH 80 NIPPLE
(LENGTH AS REQUIRED)

MARLEX STREET ELL

PVC LATERAL PIPE

NOTES:
1. THE RAINBIRD 1800 SERIES IS TO BE USED IN SHRUB BEDS OR
2. USE THE RAINBIRD 1806 SERIES IN THE TURF STRIPS.
3. USE THE RAINBIRD 1812 SERIES IN SHRUB BEDS.

RAINBIRD
1800 SPRAY

PVC SCH 40 TEE OR ELL

TURF STRIPS.

CITY OF YUBA CITY

IRRIGATION DETAIL

IR2

HEAD

APPROVED DATE

DATE REVISIONS

BY




VALVE BOX WITH COVER 10 INCH
ROUND. USE CARSON--BROOKS
MODEL 1100 WITH BOLT DOWN COVER
OR APPROVED EQUAL.

e T P )

>
\\\\?%
N
N
N
%
N
N\
N

~
%
S

ey

. ~ \\\

\&
X
>N,
N

RN A
\\\\\\\\>\\\‘-

FINISHED GRADE

~

TOP OF QUICK—COUPLER AS CLOSE TO
VALVE BOX LID AS POSSIBLE

QUICK—COUPLER VALVE:
RAIN BIRD MODEL 44LRC

8" MINIMUM DEPTH OF
3/4” WASHED GRAVEL

| e— BRICK

7
7
S
7 = 7 "
/ . NS
. 0
7 \/,
.
2 I Z
/ — 4
. 7
? %
0 Q 7
BRICK é. 0 O D O é
é’ O 8 O%QCOO
~ 1IN0
) — 0@

PVC SCH 80 NIPPLE
(LENGTH AS REQUIRED)

PVC SCH 80 STREET ELL

0

PVC SCH 80 ELL

PVC SCH 80 NIPPLE
(LENGTH AS REQUIRED)

PVC SCH 80 STREET ELL

S

PVC MAINLINE PIPE

NQTE: :

PVC SCH 80 TEE CR ELL

1. SET QUICK COUPLING VALVE EVERY 100 FEET ALONG THE MAIN LINES.

QUICK COUPLING

CITY OF YUBA CITY

IRRIGATION DETAIL

IR3

VALVE

DATE

REVISIONS BY

APPROVED DATE




VALVE BOX WITH COVER. USE

FINISHED GRADE CARSON—RROOKS MODEL 1324 WITH
BOLT-DOWN COVER, OR CITY
APPROVED EQUAL.

NS T T T T T O T T L O O T T s F VT T T T (OIS
AN N
U GRRARGK K
SO S
LGRS LT
NS RN
R R 7
S S
RRA PIG_TAIL EXPANSION LOOP R &
NN (18" MIN.) R
RRLLK SR
SN R
NS ELECTRICAL CONTROL VALVE \%&,&,} %
< Koy
? CONTROL & COMMON WIRES ZK12" MAX.

SCH 80 PVC UNION SEE NOTE 8

UPSTREAM OF VALVE
1 BALL VALVE7

NN

LATERAL LINE, ANGLE TO
i |l 7, 12" MIN. DEPTH AS REQD.

'

|

u
o
Z

: o O ad

00 090 O RSz
27 0&80%0%0 §

BRICK N 5 SEN Q BRICR

SCH 80 PVC UNION
DOWNSTREAM OF VALVE

NOTES: Y SCH 40 PVC MALE ADAPTOR
. INSTALL VALVES A MIN. OF 12" FROM FIPT x SLIP, TYP {2) PLACES

STRUCTURES OR HARDSCAPING
. INSTALL VALVES IN PLANTING BEDS WHEREVER POSSIBLE 8" OF 3/4" DRAIN ROCK
. PLACE VALVE BOX AT RIGHT ANGLES TO STRUCTURES BELOW VALVE
OR HARDSCAPING.
. INSTALL VALVE BOX SO THAT TOP OF VALVE BOX IS
FLUSH WITH ADJACENT HARDSCAPING
. PLACE 3/4" DIA. DRAIN ROCK PRIOR TO INSTALLATION
OF VALVE BOX.
. REFER TO SPECIFICATIONS AND PLAN SHEETS FOR
MORE INFORMATION.
VALVE ASSEMBLY SHALL BE CENTERED IN VALVE BOX.
USE 3M, DBY, DIRECT BURY SLICE KIT, OR CITY APPROVED EQUAL.

@ G A N

o~

CITY OF YUBA CITY
IRRIGATION DETAIL

ELECTRIC CONTROL IR4
IRRIGATION VALVE

APPROVED DATE
REVISIONS BY




NOTES:

o oA N

ROUND VALVE BOX

CENTER BOXES OVER VALVES
. SET BOXES IN GROUND COVER/SHRUB AREAS WHERE POSSIBLE.
KEEP 3’ CLEAR AROUND VALVE BOXES.
. SET BOXES PARALLEL TO EACH OTHER & PERPENDICULAR TO EDGES
AVOID HEAVILY COMPACTING SOIL AROUND BOXES TO PREVENT

DAMAGING VALVE BOXES.

IF VALVE IS LOWER THAN BOTTOM OF VALVE BOX, ADD EXTENSION
SLEEVE TO BOX.

RECTANGULAR VALVE BOX (TYP.)

12" —= — 12" —=

—— 12" —

PLANTING AREA

CITY OF YUBA CITY
IRRIGATION DETAIL
VALVE BOX
PLACEMENT _

\7 EDGE OF LAWN, SIDEWALK, FENCE LINE




pury

. TIE A LOOSE 20" LOCP IN WIRE AT CHANGES IN DIRECTION OF 30°
OR GREATER. UNTIE AFTER CONNECTICNS ARE MADE.

. ALL PIPE WIRE OR SLEEVES UNDER PAVEMENT TO BE INSTALLED
PRIOR TO PAVEMENT AND AT A MIN. OF 18" DEEP.

. BUNDLE AND TAPE WIRE AT 10’ INTERVALS.

. WIRE UNDER PAVEMENT TO BE IN CONDUIT

. PIPE SLEEVING SHALL BE PVC 40 AND SHALL BE TWC TIMES THE
DIAMETER OF THE PIPE TO BE SLEEVED.

e N

BACKFILL COMPACTED

TO 90%
PAVEMENT

/_ FINISH SURFACE

MAIN LINE'IN
PVC SLEEVE (TYP.)

BACKFILL COMPACTED
TO 90Z%

TRENCH IN PLANTER

TRENCH UNDER PAVEMENT

CITY OF YUBA CITY
IRRIGATION DETAIL,

IRRIGATION
TRENCHING

REVISIONS BY

IR6

APPROVED DATE




SECURE TREE
TIE WITH GALV.
FENCE STAPLES

POLE

S~ TReE

poLE ([

PLAN VIEW

SUPER TREE TE TAPE. PROVIDE 5"—8" OF SLACK
IN TIES TO ALLOW FOR TREE MOVEMENT IN WIND

TWO (2) 2" DIA, TREATED LODGEPOLE TREE STAKES
(SET PLUMB) DO NOT PENETRATE ROOTBALL.

ROCTBALL, SET CROWN 2" ABOVE FINISH GRADE
PROVIDE POSITIVE DRAINAGE AWAY FROM ROOTBALL.
EXTEND STAKES INTO UNDISTURBED SOIL.

KEEP MULCH 1"-2" FROM TRUNK. PLACE 2"-4"
THICKNESS OF 3 FOOT DIAMETER MULCH
AROUND THE TREE.

2/3 OF TREE HEIGHT
OR LOWER AS
REQ.

__W&/\\/\\)&/ PLANTING PIT TO BE TWICE THE DIAMETER OF THE

| RO ROOTBALL. MAKE SURE THERE IS NO GLAZING.
RN /\\\ BACKFILL WITH NATIVE MATERIAL. SET ROOTBALL

Ly 2\§<\,</ S5 & ON FIRMLY PACKED SOIL TO PREVENT SETTLING.

= @K\\&\\\/ NG, oS GENTLY PACK BACKFILL USING WATER TO SETTLE SOIL
w X /\{//\{’7\// //,,\/2\«//\,, AROUND RCOTBALL.

r?) A ’\/}‘:‘}7&\/ AV

N PLACE FERTILIZERS IN PLANTING PIT PER CITY

SPECIAL PROVISIONS.

CITY OF YUBA CITY

LANDSCAPING DETAIL

TREE PLANTING —
15 GALLON

APPROVED DATE

REVISIONS BY




BARK MULCH, REFER TO SPECIFICATIONS

WATER RETENTION BERM
(EXCEPT IN TURF AREAS)

PLACE FERTILIZERS IN PLANTING PIT
PER CIiTY SPECIAL PROVISIONS.

ROOTBALL, SET CROWN 1" ABOVE FINISH GRADE

PROVIDE POSITIVE DRAINAGE AWAY FROM ROOTBALL.

PLANTING PIT TO BE TWICE THE
DIAMETER OF ROOTBALL. MAKE
SURE THERE IS NO GLAZING
FOR BACKFILL MIX, REFER

TO SPECIFICATIONS.

UNDISTURBED NATIVE SOIL UNDER
ROOTBALL. PROVIDE POSITIVE
DRAINAGE AWAY FROM ROOTBALL

CITY OF YUBA CITY

LANDSCAPING DETAIL

L2

SHRUB PLANTING

APPROVED DATE

REVISIONS BY




PROPOSED
LOT

#4 ©@ BOND BEAMS ‘\4—/

GRADE TO DRAIN

RETAINING WALL

FENCE POST - 2-1/2"¢ GALVANIZED
STEEL PIPE AT 8.0 O.C.

PROPERTY
LINE

EXISTING
LOT

6.0" MAX

8"x8"x16” MASONRY BLOCK
WALL — GROUT SOLID

ey

24" MIAX.

N

2" RGF
#4 REBAR @ 24" 0.C.
(ALTERNATE HOOK DIRECTIONS)

&— J—#4 CONTINUOUS

MIN 3" CLEAR TO GRADE

N\ T

12"

NOTES:
1. THE FOUNDATION SHALL BE "STAIR-STEPPED"
AS REQUIRED. THE "STAIR STEPS" SHALL BE
COMMON TO THE EXISTING PROPERTY LINES.

CITY OF YUBA CITY

STANDARD DETAIL

MISC1

APPROVED DATE

DATE REVISIONS BY




* SEE ZONING CODE

#
T Fi\ NN
PARALLEL PARKING ; é*
| ~ e
__ra}l\ 18 ,I\ 18 L 156 | _ 9 C
/I\ —b-"é_ NV VYN /@:
18.\/ —E RI GPB INE/PAYTE T o :
30° PARKING
% T
6.4 12.7. ) 12.7" | 12.7. | 1.7
el A R I 4. X&X&&&X&&_ Q
Y : ____::

SEE NOTE (1) =~

2
| 12.7.
19.1°

DIMENSICN TABLE

WHEEL STOP-” _i
90

] [=)
18 e PARALLEL  30° 45 60 :
D% "I TURNAROUND A 17 14 14
CAR SPACE B 18" 127 104 ¢
45° PARKING STALL DEPTH c 129' 159' 179° 18
STALL DEPTH D 168 190" 201 18
OVERHANG E 1.3 1.7 22 2%
ACCESS WAY F 12 13 188 19 27
|78 10.4 10.4', 10.4', 9" | 2.2
1 1 ] | r
N AN N AY

A
15.6'
20.1°

\(
39.1"

60° PARKING

. HERRINGBONE PATTERN - TYPE "B"

}<ﬂ..| r 2.5 (DIMENSIONS DEPEND UPON PARKING ANGLE)
f ©
NOTE:
R 1. SEE STANDARD DETAIL ST10 & ST11 FOR DRIVEWAY
el REQUIREMENTS AT STREET
90° PARKING
CITY OF YUBA CITY

NOTE: In residential districts not more than 35%
of all required parkingspaces may be reduced to STANDARD DETAIL

OFF STREET 7'—6" in width and 16’ in length, and such spaces MISC2

shall be dispersed throughout the parking lot and

PARKING LAYOUT marked as compact car parking only. The

resultant area soved is encouraged to be used for

landscaping. APPROVED DATE




STD LID ASSY.

LID SHALL BE
DESIGNED TO
MEET H-20
LOADING

—] OO |t

— 24" —f6" [

z £ [

SHALLOW MANHOLE DETAIL
{FOR PIPES WITH LESS THAN 4' COVER)

MAINTAIN 8" WIDE
TROUGH (typical)

CHANNELIZATION FOR
SANITARY SEWER MANHOLES

. STD LID ASSY.
12°MIN. "I " 2"MIN. A.C.

1

3 1 18"MAX. VARIES

A SN
S

SEE NOTE F. |
" 48" _ 8" CRUSHED ROCK
“ 58" :‘.:‘ AN -
SEE NOTE G :?:‘ \7\\/ A EP TP
NON—SHRINK GROUT 3 "/{\\\/\\//<\\/<<\4<\4<\~/\\-/\\/-/\\/- S,
2" MAX: | PIPE To BE PLACED QAL SANITARY SEWER <7
.| AS CLOSE AS ’
“+{ POSSIBLE TO WALL NOTES:
. | j | & SECURED 10 A. PRIOR TO BACKFILLING, THE CONTRACTOR SHALL VACUUM
I o [ WALL WITH STAIN- TEST ALL MANHOLES TO ENSURE NO LEAKAGE WLL
127 || LESS STEEL CLAMPS OCCUR, SEE REQUIREMENTS IN CITY SPECIAL PROVISIONS.
1 A 6 0.C MAX. B. FOR PIPES WTH LESS THAN 4’ COVER
COUPRESSION COUPLING A, CLAMP USE THE SHALLOW MANHOLE DETAIL.
&ngéwﬁ'és:ss STEEL v v C. INSIDE DROP REQ'D IF INVERT OF PIPE
——/ 4 IS 4 OR MORE ABOVE FLOWLINE.
RWD. BLOCK SPACER—"[-= 27 . D. THE CITY MAY REQUIRE THE CONTRACTOR TO
MIDWAY BETWEEN : 2| MAINTAN 8" WIDE HYDROFLUSH THE SEWER LINES IF ANY CONSTRUCTION
CLAMPS . 1 TROUGH (typical) DEBRIS S FOUND IN THE LINES.
6"MAX. E. SEE CITY DETAIL TR5 FOR BEDDING & BACKFILL

REQUIREMENTS.
F. USE PVC OR ABS AT INSIDE DROP AND FOR EXTENSION
: (24" mox) COMING OUT OF MANHOLE. CONNECT TO
e : CITY SPECIFIED MATERIAL AT SEWER LATERAL
P e G. USE RELINER/DURAN, INC (OR CITY APPROVED EQUAL}

g DROP BOWL. INSTALL PER MANUFACTURER'S
SRR SPECIFICATIONS.
SANITARY SEWER LL JOINTS & PICK POINTS

[ (WTH INSIDE DROP) SHALL BE SEALED WITH CITY OF YUBA CITY
RAM-NEK OR A SIMILAR
SANITARY SEWER MANHOLE rrobuct approVED BY THE| _ STANPARD DETAIL
(FOR PIPES LESS THAN 30"2) CITY. S§1
DATE REVISIONS BY APPROVED PATE




NOTE:

MANHOLE FRAME & COVER TEICHERT NO. PTBO19 FOR

FRAME, PTB215 FOR SS COVER; D & L SUPPLY NO.
A-1024; SOUTH BAY FOUNDRY NO. SBF 1900 SAC;
OR CITY APPROVED EQUAL.

ASTM GRID PATIERN

MARKED SANITARY

26 1/4

|
— 1/64"
r1 1/8"

SEWER

M
ZZ 13/8" 4

25 12/32"
25 11/32" —'—‘
|
NN

f}

41/2"
4 1

]

L 9/i6"

' 24"
I

3 1/2"

SANITARY SEWER
MANHOLE FRAME

CITY OF YUBA CITY

STANDARD DETAIL

SS82

& COVER

APPROVED DATE

DATE REVISIONS

BY




MARK "S” IN FACE OF
CURB OVER SERWVICE

LATERAL.
IF DETACHED SIDEWALK,
R/W G STREET~| MARR S™ T BAGK R/W
my amy gt OF SIDEWALK IN
PLACE 2°X 4"X 4 REDWOCD STAKE, ADDITION,
PAINTED GREEN, OVER PLUGGED END, : ,
/MARKED "S™ W/ DEPTH. " MIN = 2 MAX—~] =

CEVARRAAAARALARR [Py
=HT =h=0

i F-0" MIN.
= 10 MIN. MIN. SLOPE 1/4" PER FOOT _
\ S ) \ SR L
PLUG AT R/W 4" MIN. SERVICE
(EASILY REMOVABLE) LONG RADIUS BEND (TYP) LATERAL

SEE STD DETAIL TR1 FOR BEDDING & BACKFILL
REQUIREMENTS

"Y" FITTING OR TEE (NEW MAIN) OR TAPPING SADDLE FITTING
(CONNECTION INTO EXISTING MAIN-SEE DETAIL BELOW)

PLACE SERVICE LINE AGAINST
UNDISTURBED EARTH IN KEYWAY —____|
EXCAVATED IN TRENCH WALL, .
KEYWAY TO HAVE A MIN_WIDTH
EQUAL TO THE O.D. OF THE
SERVICE. NOTES:
1. SERVICES SHALL HAVE SAME BEDDING
1/8 BEND —" AND BACKFILL AS MAIN SEWER.
¥ (SEE STANDARD DETAIL TRI)

2. ANY REPAIRS DONE TO SERVICES OR
MAINS SHALL HAVE COMPRESSION COUPLINGS
WITH STAINLESS STEEL SHEAR RINGS.

3. PIPE FOR MAIN AND SERVICES SHALL
BE FUSION BONDED EPCXY LINED DUCTILE
IRON PIPE, PROTECTO 401, OR CITY
APPROVED EQUAL WHEN COVER |S LESS
THAN 3 FEET.

4. SERVICES SHALL BE CLAY, PROTECTO 401,
OR CITY APPROVED EQUAL.

5. SDR 17 IS ALLOWED ONLY ON EXISTING
SERVICES. CONNECT WITH CLAY COLLAR

R TO PIPE.
TAPPING SADDLE AND GROUT COLLA

(CONNECTED TO PIPE W/STAINLESS STEEL STRAP)
SEALTITE OR CITY APPROVED EQUAL. TAPPING COLLAR WYE SADDLE
(GROUT TO PIPE)

CITY OF YUBA CITY

SANITARY SEWER STANDARD DETAIL

SERVICE SS3
& CON N ECTION DATE REVISIONS BY APPROVED DATE




(1) FOR 6" SEWER MAIN USE
D AND L SUPPLY K-8016
TRAFFIC RATED MONUMENT RING
AND COVER, OR APPROVED
EQUAL MARKED "SEWER"

{2) FOR 87, 10", AND 12" SEWER
USE CITY APPROVED ASSEMBLY
MARKED "SEWER”

10 9/16"% (as cast)
Vg A

COVER DETAIL

MN.*I
L———TYPE "A" A.C. {2" MIN.)

CONCRETE JACKET

774 OVER CONCRETE JACKET

o
. oLA

INSTALL EXPANSION PLUG

—/ FOR 8"¢ AND GREATER — USE 45° MITERED BENDS
m—— FOR 6"¢ AND SMALLER — USE 45' LONG RADIUS BENDS
CITY OF YUBA CITY
STANDARD DETAIL
SANITARY SEWER s1
CLEANOUT APPROVED DATE
DATE REVISIONS BY




EXIST. SIDEWALK \

CALDER COUPLING
(WITH STAINLESS STEEL SHEAR RING)

SEWER SERVICE LINE W

/_‘ SEE NCOTE A

7
1 1/2"MIN. ,
4"MAX.  {

CLEANOUT FITTING j

=

il

NOTE A:

~ 4" MIN.

DR

|_——THREADED PLUG

———RISER

4" MIN.
r

2 WAY ABS CLEANOUT)

WHEN INSTALLED IN DRIVEWAY USE D AND L SUPPLY

K—6016 TRAFFIC RATED MONUMENT RING AND COVER OR
APPROVED FQUAL MARKED SEWER. WHEN INSTALLED IN LAWN
OR PLANTER AREA, PLACE AN 18" SQUARE CONCRETE PAD

AROUND VALVE BOX.

SANITARY SEWER
CLEANOUT AT
PROPERTY LINE

BUILDING SEWER

CITY OF YUBA CITY

STANDARD DETAIL

SS§5

DATE

REVISIONS

BY

APFROVED DATE




24" MANHOLE FRAME AND COVER

12" MIN. —r] 1/2" GROUT
I3 S 4
GRADE RINGS _‘* 3 MIN. tol18' MAXIMUM
2" MIN. T -
15
4' 1] L]
0' MIN. to 4 MAX
NON-SHRINK GROUT
(INSIDE AND OUTSDE)
EPOXY COAT INTERIOR
(TYPE/BRAND OF EPOXY 2’ MIN.
70 BE APPROVED BY CITY)
60° to 72° B
- VARIES
4 M. ’ [
MORTAR FILLET _

8" CRUSHED ROCK —~—

NOTES:

A. PRIOR TO BACKFILLING, THE CONTRACTOR SHALL VACUUM
TEST ALL MANHOLES TO ENSURE NO LEAKAGE WILL
CCCUR. SEE REQUIREMENTS IN CITY SPECIAL PROVISIONS.

B. THE CITY MAY REQUIRE THE CONTRACTOR TO
HYDROFLUSH THE SEWER LINES IF ANY CONSTRUCTION
DEBRIS IS FOUND IN THE LINES.

C. SEE DETAIL SS1 FOR INSIDE DROP INFORMATION.

SANITARY SEWER
SPECIAL MANHOLE

{FOR PIPES 30"@ AND GREATER)

ALL JOINTS & PICK POINTS
SHALL BE SEALED WITH
RAM-NEK OR A SIMILAR

PRODUCT APPROVED BY THE

crry. CITY OF YUBA CITY

STANDARD DETAIL

SS6

APPROVED DATE

DATE

REVISIONS BY




PUE R/W R/W PUE

19.5' i ) o |
4.* 6. ) (F- 6' 4'*
b 9'5, 0 5,
--—2.5, 2.5'
2% 2% -
_FT P 7 ////7//’7//’///////////////////////,'///////////‘J
S/W

PLANTER 6" BARRIER CURB & GUTTER

SEE TABLE BELOW

CLASS 2 AGGREGATE BASE. SEE
TABLE BELOW.

*4' FOR RESIDENTIAL; 5° FOR COLLECTOR; &' FOR ARTERIAL

RESIDENTIAL STREET WITH PLANTER STRIP

NTS
PUE R/w R/w N
9.5. ) 46' 9_5!
32 -
4% ¢ e
0 5, —f] [ D 5'
28 2.5" -
2%2 —

S/W

6" BARRIER CURB & GUTTER

SEE TABLE BELOW

CLASS 2 AGGREGATE BASE. SEE
TABLE BELOW.

*4' FOR RESIDENTIAL; 5 FOR COLLECTOR; 6" FOR ARTERIAL

RESIDENTIAL STREET WITHOUT PLANTER STRIP

NTS
STREET TYPE TRAFFIC INDEX | A.C™ A.B!
RESIDENTIAL 6 3" 12"
COLLECTOR 7 4" 147
ARTERIAL 10 5" 22"

1. MINIMUM TRAFFIC INDEX VALUES ARE SHOWN. STRUCTURAL SECTION
CAN BE DESIGNED BASED ON CITY APPROVED R-—VALUE.
2. USE 'TYPE A’ HOT MIX ASPHALT.

CITY OF YUBA CITY

RESIDENTIAL STREET STANDARD DETAIL

TYPICAL SECTION ST1

APPROVED DATE

DATE REVISIONS BY




R/W LINE

(=]
(5]

STREET

STREET

ELBOW

SIDEWALK

R/W LINE

2.5' CURB
& GUTIER

2.5 CURB & GUTTER

NOTE:
1. ALL RADI SHOWN PERTAIN TO

R/W LINES.
RA = 50 ON 38 STREET
= 60’ ON 46" STREET

. A MINIMUM OF 39' OF TANGENT

IS REQUIRED FROM THE POINT
OF INTERSECTIONS OF THE
CENTERLINES.

. INTERSECTION ANGLE SHALL BE

§0" 15° EXCEPT AS APPROVED
BY THE CITY ENGINEER.

. ALL RADII SHOWN PERTAIN TC

R/W LINES.

. THE MINIMUM R/W RADIUS

IS 44.5 FEET.

. THE MAXIMUM LENGTH OF THE CUL—

DE—SAC SHALL BE 600 FEET,
MEASURED FROM THE CENTERLINE
OF THE CROSS STREET TO THE
CENTER OF THE CUL-DE-SAC.

R/W WIDTH CITY OF YUBA CITY
STANDARD DETAIL
CUL-DE-SAC ST2
DATE REVISICNS BY APPROVED




See Notes 1 and 3
Sldewalk j
- Woglﬁu I-j'r
e T O
ot st 7 oo g o 235 ﬁ‘% ©
oant:rr sgucing -0 © ©\/
© © 0o
RAISED TRUNCATED DOME PATTERN (IN—LINE)
Cutter DETECTABLE WARNING SURFACE
Sem Note 5 ~\ /[T ———— —== Ses Note 6
» ax el
SECTION A—A Approximately 3/4"
Retalning 1/4 .,
curb If : ;
Gutter hecessary T _—J i-:- e e i >l
flowllne . — — - — — ———— et ~ ﬁ_f
VI
e . GROOVING DETAIL
Nete 5 SECTION C-C
NOTES:

1.

Retaining curb If
necessary at edge
of sidewalk

Sidewalk f L
c See Notes
B | Gond7

12" GROOVING
Front

edge of
sidewalk

Retaining curb if

Cp necessary at edge
. |2 of sidewalk
. 50" \
Min

AS SITE CONDITIONS DICTATE, CASE A AND CASE C CURB RAMPS MAY BE 6.

USED FOR CORNER INSTALLATIONS (SEE CORNER INSTALLATION DETAIL)
AND AT MID BLOCK LOCATIONS.

IF DISTANCE FROM CURB TO BACK OF SIDEWALK IS TOO SHORT TO
ACCOMMODATE RAMP AND 4.0° LANDING AS SHOWN IN CASE A,
THE SIDEWALK MAY BE DEPRESSED LONGITUDINALLY AS IN CASE C.

WHEN RAMP IS LOCATED IN CENTER OF CURB RETURN, THEN THE
CROSSWALK CONFIGURATION MUST BE SIMILAR TO THAT SHOWN IN THE
RAMP CORNER INSTALLATION DETAIL.

IF LOCATED ON A CURVE, THE SIDES OF THE RAMP NEED NOT BE 8.

PARALLEL, BUT THE MINIMUM WIDTH OF THE RAMP SHALL BE 4.0

Where o flared slde accurs
provide 2—0" straight curb —

Sidewalk

Crosswolk If providad

BCR

Crosswolk if provided

|l

TYPICAL ONE—RAMP
CORNER INSTALLATION

CURB RAMPS SHALL HAVE A DETECTABLE WARNING SURFACE
THAT EXTENDS THE FULL WIDTH AND 3.0' DEPTH OF THE
RAMP. DETECTABLE WARNING SURFACES SHALL CONFORM TO
THE DETAILS ON THIS PLAN AND THE REQUIREMENTS IN THE
SPECIAL PROVISIONS. THE DETECTABLE WARNING SURFACES
SHALL BE SAFETY YELLOW UNLESS OTHERWSE APPROVED BY
THE CITY ENGINEER.

THE EDGE OF THE DETECTABLE WARNING SURFACE NEAREST
THE STREET SHALL BE BETWEEN 6"-8" FROM THE GUTTER
FLOWLINE.

CURB RAMPS SHALL BE INSTALLED PRIOR TO PAVING.

MAXIMUM SLOPES OF ADJOINING GUTTERS, THE ROAD SURFACE 9. SEE CALTRANS STANDARD PLANS FOR ADDITIONAL DETALS.
IMMEDIATELY ADJACENT TO THE CURB RAMP OR ACCESSIBLE ROUTE
SHALL NOT EXCEED 5% WITHIN 4.0' OF THE TOP AND BOTTOM OF THE CITY OF YUBA CITY
CURB RAMP. STANDARD DETAIL
CURB RAMP APPROVED DATE
DATE REVISIONS BY




7— R=1/2"(Typ)

T & 3/4
9 3/4"

ROLL. CURB (NOT FOR NEW CONSTRUCTION~
REPAIR ONLY)

21 1/2" 21/21| 6" R=1/2"(Typ)

11 5/8"

Steel Trowel —/

6” BARRIER CURB

21 1/2" zw} 6" R=1/2"(Typ)

Steel Trowel —/

8” BARRIER CURB
NOTES:

1. RUNS OF OVER 100" SHALL BE SLIP FORMED UNLESS OTHERWISE
APPROVED BY THE CITY ENGINEER.

2. MINIMUM SLOPE SHALL BE 0.25% AT THE GUTIER. CITY OF YUBA CITY

STANDARD DETAIL

CURB & GUTTER ST4

TTAPPROVD  DATE

DATE REVISIONS BY




2/, " R=1/2"(Typ)

% ///WQ 4 1 3/4

PAVEMENT~/ 67 |.* . "« e

T B

6” CONCRETE CURB

NATIVE SOIL COMPACTED
TO AT LEAST 85% RELATIVE
COMPACTION OR DRAIN ROCK

/—TERRATAPE

AGGREGATE BASE

L.. PLACE FRENCH DRAIN
6" WHERE RECOMMENDED
BY GEO—TECH ENGINEER.
s~ _SYNTHETIC FILTER FABRIC
¥ _—AS RECOMMENDED
sl BY GEO-TECH ENGINEER
z 47 MAX
£ % ~—3" PVC (SCHEDULE 40)
P TROGRLRGGSS SESKK 5y PERFORATED PIPE (CONNECT
’%«//‘/\5/\\\/(\\2\&\2/\\}\\@ 2l TS0 | TO DI PERFORATIONS DOWN.
LY LSISNINDN 7
AN SN NN YT
6" CONCRETE CURB WITH FRENCH DRAIN & to 12" R LIl AL BE DURABLE
PASSING THE 1" SIEVE AND LESS
THAN 5% PASSING THE #4 SIEVE.
| s |
_' R
6 TN
Dl ) i
PAVEMENT ~/
6” A.C. DIKE

(USE ONLY WITH APPROVAL OF CITY ENGINEER)

CITY OF YUBA CITY

STANDARD DETAIL
6" CURB & 375
6" DIKE

APPROVED DATE
DATE REVISIONS BY




NOTE:

VERTICAL CURB & GUTTER TO BE USED AT

ALL CURB RETURNS WITH 1/4" EXPANSION

JOINT AT BOTH ENDS OF CURB RETURN AND

EDGES OF WHEEL CHAIR RAMP.

BARRIER C & G TO ROLL C & G TRANSITION

CITY OF YUBA CITY

STANDARD DETAIL

ST6

DATE

REVISIONS

BY

APPROVED DATE




1. CONCRETE TO MEET MIN 2500 PSI WITH MAX SLUMP OF 4” OR MEET CALTRANS
REQUIREMENTS IN THE STANDARD SPECIFICATIONS SECTIONS 73 & 90.

48"

PROVIDE
HANDICAP RAMP
IF APPLICABLE

21 1/2"————

S
o0
NN SN
RS A RIS
RO N ORI
MO N LI L LN
"/};f.\// \4/\\/%/\ \,\'Q_ \\\/\\/\//\\//\//> R X
NN SIS
PLACE 3 NO. 4 REBAR — 12" ——]

12" 0.C.

VALLEY GUTTER

CLASS 2 AGGREGATE BASE

CITY OF YUBA CITY

STANDARD DETAIL

ST7

APPROVED DATE

DATE

REVISIONS

BY




l-—— AS REQUIRED ——] ’- 6" AC.

4" MN. __SLOPE=1% to 2% A.B.
I ¥ -';" . ,,‘i"' n .-".-: ] - St
CL Il AB BEDDING 4" MIN. T e =2
95% COMPACTION =
ESIFELR%P%RGS T('?NLBYE USED
—— AS REQUIRED — 6" A.C.
4" MIN. 5 __SLOPE=1% to 2% AB
Ey e ,. T
—r LA : el [T =]
: LS
CL Il AB BEDDING 4" MIN. . e =z
95% COMPACTION o

ESY

WIDTH OF SIDEWALK

ARTERIAL ICOLLECTOR| RESIDENTIAL

6

) 4

NOTES:

CURB & GUTTER

PROVIDE 1/2" DEEP SCORE AT 5° INTERVALS IN SIDEWALK,

1/2" TRANSVERSE EXPANSION JOINTS AT 20° INTERVAL FOR SIDEWALK,

1/2" TRANSVERSE EXPANSION JOINTS AT 20" INTERVAL FOR CURB & GUTTER.
CURB & GUTTER TO HAVE 1/2" DEEP SCORE @ 10’ INTERVALS.

EXPANSION JOINTS IN SIDEWALK TO BE ADJACENT TO EXPANSION JOINTS IN CURB
& GUTTER.

ALL EXPANSION JOINTS SHALL EXTEND COMPLETELY THROUGH COMNCRETE.
CONCRETE TO MEET MIN 2500 PS! WITH MAX SLUMP OF 4" OR MEET CALTRANS
REQUIREMENTS IN THE STANDARD SPECIFICATIONS SECTIONS 73 & 890.
SIDEWALK TO HAVE A TRANSVERSED BROOMED SURFACE TEXTURE.

SIDEWALK SHALL BE POURED SEPARATELY FROM CURB UNLESS OTHERWISE
APPROVED BY THE CITY ENGINEER.

wo NP R

CITY OF YUBA CITY
ATTACHED

STANDARD DETAIL

SIDEWALKS ST8

APPROVED DATE
DATE REMVISIONS BY




VARIES !
~—— AS REQUIRED ——}—— PARKWAY ——
i AS REQUIRED
4" MIN. ~ SLOPE=1% to 2%
T - - N ‘ HE
CL II AB BEDDING 4" MIN.] W\}— -
95% COMPACTION 05% CoMPACTION
VARIES ROLL € & G TO BE USED
i AS REQUIRED PARKWAY — , FOR REPAIRS ONLY
i AS REQUIRED 6 A.C.
4" MIN. SLOPE=1% to 2%
A'd~_'l_- ‘ . ‘.'-_‘_ T ' ‘_'_’n:; v v - - -
T

CL Il AB BEDDING 4" MIN.

95% COMPACTION =52

WIDTH OF SIDEWALK

ARTERIAL |[COLLECTOR| RESIDENTIAL

6 5 4

PROVIDE 1/2" DEEP SCORE AT 5' INTERVALS IN SIDEWALK.

1/2" TRANSVERSE EXPANSION JOINTS AT 20° INTERVAL FOR SIDEWALK.

1/2" TRANSVERSE EXPANSION JOINTS AT 20" INTERVAL FOR CURB & GUTTER.
CURB & GUTTER TO HAVE 1/2" DEEP SCORE @ 10' INTERVALS.

EXPANSION JOINTS IN SIDEWALK TO BE ADJACENT TO EXPANSION JOINTS IN CURB
& GUTTER.

ALL EXPANSION JOINTS SHALL EXTEND COMPLETELY THROUGH CONCRETE.
CONCRETE TO MEET MIN 2500 PS| WITH MAX SLUMP OF 4" OR MEET CALTRANS
REQUIREMENTS IN THE STANDARD SPECIFICATIONS SECTICNS 73 & 90.

SIDEWALK TO HAVE A TRANSVERSED BROOMED SURFACE TEXTURE.

FOR DETACHED SIDEWALKS, SCORE MARKS SHALL LINE UP WITH SCORE MARKS IN CURB & GUTTER.

R NZ RGN

CITY OF YUBA CITY

D ETAC H E D STANDARD DETAIL

SIDEWALKS ST9
CURB & GUTTER

APPROVED DATE
DATE REVISIONS BY




EXPANSION
JOINT

EXPANSION JOINT REQUIRED
IF D/W ABUTS CONCRETE

SEE NOTE &

BACK OF CURB

EXPANSION

EXPANSION JOINT REQUIRED
IF D/W ABUTS CONCRETE

SEE NOTE 6

6" CL Il A.B:

SEE NOTE 3. "
MIN 6 SEE DETAIL ST8/ST9

FCR WIDTH

CONSTRUCTION JOINT " LENGTH
EXPANSION JOINT REQUIRED Rf'é': 6 gL;'T‘B 8 13‘{?"3
IF D/W ABUTS CONCRETE : : :

SEE NOTE 6
A.C

MIN 6” -

6" CL il A.B:
SEE NOTE 3.

ROLL CURB (NOT FOR NEW CONSTRUCTION)

NOTE:
1. CONCRETE TO MEET MIN 2500 PSI WITH MAX SLUMP OF 4" OR MEET CALTRANS
REQUIREMENTS IN THE STANDARD SPECIFICATIONS SECTIONS 73 & 90.
MIN. LENGTH OF RESIDENTIAL D/W SHALL BE 12' & MAX. LENGTH 24"
ALL CONCRETE REMOVALS SHALL BE TO NEAT SAW CUT LINES.
95% RELATIVE COMPACTION REQUIRED ON SUBGRADE.
DRIVEWAY APPROACH SHALL BE POURED SEPARATELY FROM CURB UNLESS
OTHERWISE APPROVED BY THE CITY ENGINEER.
ON SITE GRADING MAY BE REQUIRED TO ELIMINATE EXCESSIVE GRADE

CHANGE AND TO MAINTAIN SUITABLE DRAINAGE.
MAXIMUM CURB OPENING MAY BE INCREASED DUE TO SPECIAL CONDITIONS CITY OF YUBA CITY

N D opwn

ON APPROVAL OF THE CITY ENGINEER. STANDARD DETAIL

STANDARD ST10
DRIVEWAY

APPROVED DATE

DATE REVISIONS BY




SEE DETAIL ST8/ST9
FOR WIDTH

SpEWR o ARKWRY

EXPANSION

EXPANSION JOINT REQUIRED
IF D/W ABUTS CONCRETE

NEAT FORM LINE
REQUIRED

SEE NOTE 2
SEE NOTE 3
12" MIN. A.B.

PARKWAYS

CONSTRUCTION |-

JOINT DETAIL

EXPANSICON
JOINT

SEE DETAIL ST8/ST9

EXPANSIO EQUIRED
N JOINT REQ FOR WIDTH

IF D/W ABUTS CONCRETE

NEAT FORM LINE
REQUIRED

8" MIN. A.B.
SEE NOTE 2

SEE NOTE 3
12" MIN. A.B.

ATTACHED SIDEWALK

DEEP SCORE JOINTS

. CURB
NOTES: ToP oF TO BE EVENLY
1. ALL CONCRETE REMOVALS SHALL BE SAW CUT EXIST. C & G __~"gpaCED W/MAX.
TO NEAT SAW CUT LINES. BACK OF S/W INTERVAL OF &

2. 95% RELATIVE COMPACTION REQUIRED
ON SUBGRADE.
3. ALL DRIVEWAYS SHALL HAVE (2) NO. 4 F-OW LINE

REBARS 12”0.C. LENGTHWISE IN THE GUTTER S ! y
DOWELED AND EPOXIED 6" INTO THE EXISTING I:X y =X
CURB BOTH SIDES AND NO. 4 REBARS 18°0.C. CURB OPENING L+2X
EACH WAY THROUGHOUT THE APPROACH. X IENGTH
4. DRIVEWAY APPROACH SHALL BE POURED PLANTER WiDTH T 6° CURE | & cUrg |MIN- L|MAX. L
SEPARATELY FROM CURB UNLESS OTHERWISE 5 AND GREATER > Fy & 35
APPROVED BY THE CITY ENGINEER. [ESS THAN 6 6.7 10.4° 7 | 36
5. ON SITE GRADING MAY BE REQUIRED NONE 6.7 10.4 127 | 36

TO ELIMINATE EXCESSIVE GRADE CHANGE
AND TO MAINTAIN SUITABLE DRAINAGE.
6. MAXIMUM CURB OPENING MAY BE
INCREASED DUE TO SPECIAL CONDITIONS
ON APPROVAL OF CITY ENGINEER.
7. CONCRETE TO MEET MIN 2500 PS| WITH
MAX SLUMP OF 4" OR MEET CALTRANS

REQUIREMENTS IN THE STANDARD SPECIFICATIONS
SECTIONS 73 & 90. CITY OF YUBA CITY

HEAVY DUTY STANDARD DETAIL

DRIVEWAY ST11

(FOR COMMERCIAL, INDUSTRIAL, & R-3)

APPROVED DATE

DATE REVISIONS BY




150"
6'x16'x6"” CONCRETE
BUS SHELTER PAD
45' 80’ 45
A
SIDEWALK
—
H I | 1 | ' 1
T 1 I S I R N S S R B
{ 1 1 H 1 1 1 HE | ] 1 ! 1
) I__ —
DEEP SCORES
0.C. IN PAN

PLAN

6'x16'x6” CONCRETE
BUS SHELTER PAD

SEE STANDARD DETAIL ST4 FL

FOR CURB REQUIREMEN , 8" (min)

21 1/2'

ADWAY SECTION
ROBLOPE
Z 7

MIN 27 SAND or AB

BEDBIN SEE STANDARD DETAIL ST3

FOR SIDEWALK REQUIREMENTS ROADWAY

SECTION

AT BUS TURNOUT:

8" CONCRETE WITH NO 4 REBAR AT
187c.c. EA WAY OVER CL 2 AGGREGATE
BASE DESIGNED TO THE R—VALUE

SECTION A-A OF THE SOIL (68" MIN A.B.).

1. ADD 50’ TO TURNOUT FOR EACH ADDITIONAL PASS THROUGH BUS

CITY OF YUBA CITY

BUS TURNOUT | STANDARD DETAIL

ST12

APPROVED DATE

DATE REMISIONS BY




BRONZE BENCHMARK —

1 3/8" DIA. CROWNED TOP, WITH
A 7/16"X 2" SHANK. (LOCATION
AS SHOWN ON PLANS)

NOTES:

1. THE ENGINEER OF RECORD ON NEW SUBDIVISIONS
SHALL RUN A LEVEL LOCOP AND ESTABLISH
BENCHMARK ELEVATICN. 1000° MAXIMUM SPACING
BETWEEN BENCHMARKS.

2, THE BENCHMARK SHALL BE PUNCHED WITH THE
NEW ELEVATION BY THE ENGINEER OF RECORD.

3. THE ENGINEER OF RECORD SHALL PROVIDE A LIST
OF THE NEW ELEVATIONS TC THE CITY ENGINEER.

BENCHMARK LOCATION

CITY OF YUBA CITY

STANDARD DETAIL

ST13

APPROVED DATE
DATE REVISIONS BY




SURVEY MARKER

10 9/16™ DIA.(AS CAST)

i

T

COVER DETAIL

D AND L SUPPLY TRAFFIC RATED
MONUMENT RING AND COVER

OR APPROVED EQUAL MARKED
"MONUMENT"

40 P.V.C,, SDR 35
OR CITY APPROVED
EQUAL

FORMED WITH SCHD./
30

MONUMENT
WELL

— & —

CONCRETE JACKET

THIS AREA FREE OF CONCRETE (1/2"MIN)

SURVEY MONUMENT MARKER TO BE
SOLID BRASS, 1 3/8" DIA. CROWNED
TOP & 7/16"X 2" SHANK AND
SHALL BE STAMPED IN ACC—
ORDANCE WITH SECTION 8772

OF THE BUSINESS AND PRO-
FESSICNS CODE. MONUMENTS

SET BY THE CITY SHALL BE
STAMPED "YCPW" UNLESS
OTHERWISE DIRECTED.

CITY OF YUBA CITY

STANDARD DETAIL

ST14

APPROVED DATE

DATE REVISIONS

BY




— 9" HIGH INTENSITY REFLECTIVE SIGN.

PLANTER STRIP: SIGN

LOCATED 18" BEHIND
CURB

— 67 CAPITAL REFLECTIVE LETTERS.

— 4" CAPITAL REFLECTIVE LETTERS FOR WAY,

DRIVE, AVE, COURT, ETC.

90" CROSSPIECE

L J

LENGTH

SUIT COPY

TC

24" 30" 36" 42" 48"

STREET NA

ME AE ] 9"

]

|-« -SQUARE SIGN

9'-0"
2"x2" TELESPAR

OR UNISTRUT

SUPPORT. USE
14 ga GALVANIZED

—_ 12" $Q. FORMED TOP, STEEL.
TROWELED AND TOOLED
FINISH TO MATCH SIDEWALK. FINISHED
CAP & CROSSPIECE SET SCREWS GRADE
5/16"—18x1/4 STEEL PLATED SOCKET HD.
NS N L R
CAP FOR 2"s 7 ‘ RN
GALVANIZED STEEL W * }
POST 4,
2" MIN.
FORM 3 SIDES WHEN
ADJACENT TO MONOLITHIC
SIDEWALK, 4 SIDES WHEN
IN PLANTER AREA. <
NOTES: \/ti \ L 3" MIN.
1. SIGN LOCATION SHALL NOT BE RELOCATED " g
UNLESS APPROVED BY THE CITY ENGINEER. PORTLAND CEMENT 10"+~ |NSTALL PER MANUF.
2. NAME PLATES & MOUNTING ASSEMBLIES CONCRETE DIAMETER Eggogggx‘l?ﬂ&ws- SE
TO MEET THE REQUIREMENTS OF THE AR ST e » SEE
CITY ENGINEER. .
3. SIGN SHALL BE GREEN WITH WHITE LETTERS (ALL CAPS)
AND A 1/2" WHITE BORDER.
4. FONT SHALL BE HIGHWAY GOTHIC "C" (ALL CAPS).
NO HEIGHT OR WIDTH VARIATIONS ALLOWED.
5. STREET NAME SIGNS MUST BE INSTALLED WITHIN
7 DAYS AFTER PAVING.
6. USE HEAVY DUTY SLOTTED HIGH TENSION ALUMINUM
ALLOY DIE CASTINGS FOR CAPS & CROSS PIECES
APPROVED BY THE CITY.
CITY OF YUBA CITY
STANDARD DETAIL
STREET SIGNS ST15
DATE REVISIONS BY APPROVED DATE




27" SLEEVE

2 1/2" 5Q. 7 ga GALVANIZED
PIPE WITH BOLT HOLE AT TOP.
INSTALL PER MANUFACTURER'S
RECOMMENDATION.

12" SQ. FORMED TOP,
TROWELED AND TOOLED

FINISH TO MATCH SIDEWA \ é

FORM 3 SIDES WHEN
ADJACENT TO MONOLITHIC
SIDEWALK, 4 SIDES WHEN

IN PLANTER AREA.

PORTLAND CEMENT
CONCRETE

BREAK AWAY
FOR
STREET SIGNS

SEE STANDARD DETAIL ST15
FOR ADDITICNAL INFORMATION

OF

2"x2" TELESPAR
OR UNISTRUT
SQUARE SIGN
SUPPORT. USE

14 ga GALVANIZED
STEEL.

SCORE AROUND POLE
1/2 THE THICKNESS

POLE (1"
FINISHED

r GRADE

ABOVE SLEEVE)

SRR

\\ﬁ

21 S

" MIN.

=

DIAMETER

L 37 MIN.

21/2" 5Q. 7 ga
GALVANIZED PIPE.
SEE ENLARGED DETAIL.

* BREAK AWAY POSTS ARE REQUIRED FCR

MEDIANS AND ISLANDS

CITY OF YUBA CITY

STANDARD DETAIL

ST16

DATE

REMVISIONS

APPROVED DATE

BY




30™

INSTALL PER MANUFACTURER'S

STOP
wl
Q
z
30" HIGH INTENSITY I
STOP SIGN TO BE z3
PLACED AT THE =4 =
BEGINNING OF CURVE, ~ 3
BACK OF SIDEWALK, 2 o]
7' MIN.—8" MAX. v w
—
£
2"x2" TELESPAR -
|__OR UNISTRUT 2
SQUARE SIGN o
SUPPORT. USE ¢
14 ga GALVANIZED ©
12" SQ. FORMED TOP, STEEL. ©
TROWELED AND TOOLED .
FINISH TO MATCH SIDEWALK. FINISHED -
GRADE
FORM 3 SIDES WHEN SIS
ADJACENT TO MONOLITHIC N PREE [ R NN
SIDEWALK, 4 SIDES WHEN N Rra sy ';g;\\\
IN PLANTER AREA. N AN
Her T AN
\ Ls” MIN.
PORTLAND CEMENT 10"t
CONCRETE DIAMETER

NOTES
1. SIGN LOCATION TO BE DETERMINED
BY THE CITY ENGINEER.
2. MOUNTING ASSEMBLIES TO MEET
THE REQUIREMENTS OF THE
CITY ENGINEER.
3. STOP SIGNS MUST BE INSTALLED WITHIN
7 DAYS AFTER PAVING.

RECOMMENDATICN. FOR BREAK
AWAY SEE DETAIL ST16.

CITY OF YUBA CITY

STANDARD DETAIL

STOP SIGNS

DATE REVISIONS

BY

ST17

APPROVED

DATE




NOTES:

1. UNLESS OTHERWISE NOTED ON THE PLANS, STOP BAR AND "STOP”

LEGEND SHALL BE THERMOPLASTIC.

2. ALTERNATE LOCATION OF STOP BAR TO BE DETERMINED BY CITY ENGINEER.
3. STOP BAR/LOGO REQUIRED AT INTERSECTION OF ARTERIAL OR COLLECTOR
OR AS DETERMINED BY CITY ENGINEER.
- - " "MAJOR ROAD -
™ CENTERLINE
OF ROAD
A
7.0
?Ox\
A
. %,
10 7
£
EON
— 1.00"

SEE DETAIL ST3

FOR RAMP
|
CURB
| VI
LIP OF GUTTER
CITY OF YUBA CITY
. STANDARD DETAIL
STOP BAR ST1s
PLACEMENT
DATE REVISIONS BY APPROVED DATE




‘D\ BIKE LANE ARROW
X 1.
~.. A24A CALTRANS STANDARD PLANS

— " 7 sq ft

24

CENTER OF SYMBOL |
& ARROW T0 BE 2.5
FROM THE CENTER COF
THE BIKE LANE STRIPE
(DETAIL 39). VERIFY
LOCATION WITH CITY
ENGINEER IF WIDTH CF
BIKE LANE SYMBOL IS
GREATER THAN THE
WIDTH OF THE BIKE
LANE.

BIKE LANE_SYMBOL
6.5 x 3.33

A24C CALTRANS STANDARD PLANS
T /7 sq ft

24

DETAIL 39

SIDSWALK
LIP OF GUTTER /
CITY OF YUBA CITY
BIKE LANE STANDARD DETAIL
ST19
SYMBOL
DATE REVISIONS BY APPROVED AT




NOTES:

1. SEE CALTRANS STANDARD SPECIFICATION SECTICN 84 FOR ADDITIONAL

INFORMATION.
CALTRANS DETAIL
DESCRIPTION P < mph SPEED =35 mph
CENTERLINE DETAIL 1 DETAIL 2
LANELINE DETAIL 8 DETAIL 9
NG PASSING ZONE — TWC DIRECTIONS | DETAIL 21 DETAIL 22
RIGHT EDGELINE DETAIL 27B DETAIL 27B
TWO—WAY LEFT TURN LANE DETAIL 31 DETAIL 32
CHANNELIZING LINE DETAIL 38A DETAIL 38B
BIKE LANE DETAIL 39 & 39A DETAIL 39 & 39A

TRAFFIC
MARKINGS

CITY OF YUBA CITY

STANDARD DETAIL

ST20

DATE

REVISIONS

APPROVED DATE

BY




END OF RCADWAY SIGN
SEE NOTE 3. BELOW)

/2" CARRIAGE BOLTS WITH

v

vl CONCRETE
oL FOOTING

[l [
1
° 1
& END OF ___
" SURFACING
3MIN. 2"X B” RWD:
HEADER

1
CUT WASHERS & NL7

2"¢ GALVANIZED
POST, SCHD. 40

OTES:
. ALL EXPOSED SURFACES TO BE PAINTED WITH

2 (TWO) COATS OF 1145 SAFETY YELLOW PAINT
{OR CITY APPROVED EQUAL).

. IF BARRICADE PLACEMENT IS AT END OF CURB,

GUTTER, AND SIDEWALK, EXTEND BARRICADES
TO BACK OF SIDEWALK.

EACH 3"¢ MIN, MOUNTED SYMMETRICALLY ON A
18"x18" RED DIAMOND PANEL.

A MARKER CONSISTING OF NINE RED RETROFLECTORS,

SEE

NOTE

ST. WIDTH |NO. BARRICADES
64" 4 BARRICADES
40 3 BARRICADES
30 2 BARRICADES
CITY OF YUBA CITY
STANDARD DETAIL
BARRICADE ST21
APPROVED DATE
DATE REVISIONS BY




[ 110’

PRIMARY STREET

110’

BACK S/W -

SIGHT DISTANCE TRIANGLE

e

-

INTERSECTING STREET

NOTES:

1. PER YUBA CITY MUNICIPAL CODE SECTICN
4-9.1902 PLANTS/SHRUBBERY LOCATED
IN THE SIGHT DISTANCE TRIANGLE SHALL BE
30" IN HEIGHT OR LESS. TREE FOLIAGE
LOWER THAN 84" SHALL NCT BE ALLOWED
IN THE SIGHT DISTANCE TRIANGLE.

2. ON STREETS WHERE THE SPEED LIMIT IS
GREATER THAN 25 mph, REFER TO THE CALTRANS
HIGHWAY DESIGN MANUAL TABLE 405.1A AND
FIGURE 405.7 FOR THE SIGHT DISTANCE TRIANGLE

CONFIGURATICN.

BACK S/W

1

<7 V ——==
] L

CITY OF YUBA CITY

STANDARD DETAIL

SIGHT DISTANCE

TRIANGLE

S$T22

DATE

REVISIONS

BY

APPROVED

DATE




CITY ROAD

EDGE OF PAVING—\

SHOULDER BACKING

PROPOSED NEW DRIVEWAY CONNECTION

| 12°MIN |

NOTES:

© N

Prior to new paving, edge of existing paving at City road

is to have o neat, straight, vertical sawcut to tle into.

Prior to placing asphalt concrete the sawcut edge 1s to

have a SS—1 tack coat applied.

The driveway approach section shall be ¢ minimum of 2 1/2”
asphalt concrete on 4" Class il aggregate base rock for

residential approaches and 4" asphalt concrete on 6" Class

Il aggregate base rock for commercial drive approaches.

Asphalt concrete shall be CalTrans Type 'A’, 1/2" maximum
aggregate asphelt concrete. Base rock shall be compacted to

957Z.

Asphalt concrete placement at City road is to be a flush

butt joint. Place to sawcut edge of road and slope away from road.
Finish grade is to slope away from City road at a minimum

2% fall, 5% moaximum fall.

Paving surfoce at butt joints shall be sealed with SS—1

emulsion 4" each side of joint after final compaction of

asphalt concrete. Sealant shall be sanded as necessary to

prevent traffic pick up.

Shoulder backing to new asphalt driveways shall be Class Il AB rock not native dirt.

All work shall conform to the Standard Specifications of the
State of California, Department of Transportation, current edition.

No additional drainage water shall be directed to the City right of way.

. Appropriate agencies shall be contacted /notified of work prior

to start of any work for necessary utility permits and USA
notification (811 or 1—800—-227-2600) and markings by permittee /owner.

DRIVEWAY CITY OF YUBA CITY
CONNECTION STANDARD DETAIL

TO ST23

UNIMPROVED
ROADWAY — APPROVED — ~DATE
DATE REVISIONS BY




&

FINAL BACKFILL

!

12"MIN.

4-MIN.E|! —]—/ i

FOR PIPES LESS THAN 16" DIAMETER

|_——— INITIAL BACKFILL
IMPORTED SAND
95% COMPACTED

3/4" CRUSHED
ROCK BEDDING

3

FILTER FABRIC~_|

FINAL BACKFILL

I

INITIAL BACKFILL: 3/4"___| .

CRUSHED ROCK, 95% 12°MIN.

COMPACTED T r AW,
3/4" CRUSHED %*“ 7

ROCK BEDDING A

FOR PIPES 16" DIAMETER AND GREATER
WATER

% "

|

FINAL BACKFILL

3

FILTER FABRIC -

o

. |

FINAL BACKFILL

. A INITIAL BACKFILL INITIAL BACKFILL: 3/4™———3 .
127MIN. - =T MPORTED SAND  OR CRUSHED ROCK, 95% 12°MIN.
o T e i 95% COMPACTED COMPACTED , ’_4-M,N,
i 3171068 —— 3,/4" CRUSHED 3/4" CRUSHED R
| > TR  ROCK BEDDING ROCK BEDDING ]
0.0.+2'
STORM DRAIN
NOTES:
2 1. SEE DETAILS TR3, TR4, AND/OR TR5 FOR
FINAL BACKFILL REQUIREMENTS AND
TRENCH RESTORATION REQUIREMENTS.
FINAL BACKFILL 2. WHERE FILTER FABRIC IS REQUIRED IT
FILTER FABRIC SHALL COVER THE ENTIRE SURFACE OF
| L~ R CRUSHED ROCK BACKFILL.
12°MIN d__—— INITIAL BACKFILL: 3/4" 3. THE COMPACTION OF THE MATERIAL SHALL

. CRUSHED ROCK, 95% BE IN ACCORDANCE WITH CITY SPECIAL

£MIN. 1 1. COMPACTED PROVISION *QUANTITIES AND MATERIALS".
_l Y Q@ .
oNG B0 3/4" CRUSHED
[ R o ROCK BEDDING
SEWER CITY OF YUBA CITY
STANDARD DETAIL
BEDDING & INITIAL TR1
DATE REVISIONS BY




(MIN. 0.25' TYPE A" A.C.)
12° MN, —]  |—

NOTE 7

—]

SEE NOTE 5

G—— 12" MIN.
K

SEE"NOTE 5
/\

(0.25' MIN. TYPE "A" A.C.) SEE NOTE 7

AN Ll

)
SAW CUT-/

%

4

TYPE "A"

[MPROVED ASPHALT CONCRETE
OR PLANT-MIX CONCRETE

PLACE TYPE *A" AC. IF
AVEMENT HAS AN AC.
OVERLAY. MATCH EXISTING~_ .
THICKNESS)

TS SAW CUT

BACKFiLL SHALL BE
CONTROLLED DENSITY FILL
SEE NOTE 8

INTIAL BACKFILL
& BEDDING, SEE
DETAIL TR1

TYPE "B"

JNOTE:

FINAL PAVEMENT RESTORATION
FOR TYPE *B" TRENCHES SHALL
BE AGAINST A SAW CUT LINE.

IMPROVED ARMCR COAT
OR SEAL COAT SIREETS

—(0.67' MIN. P.C.C.)

SAW CUT

— ,.\_:__\—‘;!, |12 mn.

2227 F

|5

TYPE "C"

PORTLAND CEMENT
CONCRETE STREETS

NOTES: |

BACKFILL SHALL BE
CONTROLLED DENSITY FILL
SEE NOTE 8

INTIAL BACKFILL
& BEDBING, SEE
DETAIL TR1

1. TYPE "A” & "C" TRENCHES REQUIRE (2) TWO CUTS; FIRST CUT INITIAL TRENCH WIDTH THEN AFTER WORK HAS BEEN
A MINIMUM OF 12" WIDER BOTH SIDES.

COMPLETED, IT SHALL BE SAW CUT A
THERE SHALL BE A 7 DAY WAITING PERICD PRIOR TO SUBJECTING THE TRENCH BACKFILL TO TRAFFIC LOADS. THIS TIME PERICD
CAN BE REDUCED IF, IN THE OPINION OF THE ENGINEER, THE C.D.F. 1S ADEQUATELY FIRM AND STABLE.
STRUCTURAL THICKNESSES SHOWN ARE MINIMUM ALLOWABLE. INCREASED THICKNESS OF STRUCTURAL SECTIONS MAY BE REQUIRED
BY CITY ENGINEER IF EXISTING STRUCTURAL SECTION EXCEEDS THESE MINIMUMS.
ALL TRENCH WORK 5' AND DEEPER SHALL HAVE APPROVED SHORING, ALL IN ACCORDANCE WITH CITY SPECIAL PROVISION

"TRENCHING OPERATIONS".

I R

PAVING SURFACE AT TRENCH JOINTS SHALL BE SEALFD WITH ASPHALT EMULSION 4° FACH SIDE OF JOINT AFTER FINAL
COMPACTION OF ASPHALT CONCRETE. SEALANT SHALL BE SANDED AS NECESSARY TO PREVENT TRAFFIC PICKUP.

IF FINAL PAVEMENT RESTORATION WILL NOT BE INSTALLED BY THE END OF THE WORK DAY THAT TRENCH PLATES ARE

REMOYED, PLACE 17 INCH MINIMUM TEMPORARY PAVEMENT (SC—800 COLD MIX) AND COMPACT IN PLACE USINGA VIBRATING

ROLLER OR VIBROPLATE.

© @~

THICKNESS TO BE 0,25’ MIN OR MATCH EXISTING; WHICHEVER IS GREATER.
SEE CITY SPECIAL PROVISIONS FOR CONTROLLED DENSITY MIX DESIGN.
PLACEMENT OF ASPHALT CONCRETE SHALL BE IN ACCORDANCE WITH SECTION 39 OF THE CALTRANS STANDARDS SPECIFICATIONS,

UNLESS OTHERWSE APPROVED BY THE CITY ENGINEER.

CDF - FINAL

BACKFILL & TRENCH

RESTORATION

CITY OF YUBA CITY

STANDARD DETAIL

TR2

DATE

REVISIONS

BY

APPROVED DATE




(MIN. 0.25' TYPE "A" A.C.) SEE NOTE 7

(MIN. 0.67" CL. 2 AGGR. BASE 95% cou[s:)7 SEE NOTE 5 (025 MIN. TYPE A" AC.) SEE NOTE 7

NEAT SAW QUT="_|:]a"t 2 a2 _ . ]

12" MIN. —
ZZZJNN

l— 12" MIN. SEE"NOTE 5 — / /(M]N 0.67' CL. 2 AGGR. BASE 95% COMP,)
AN

AN

"
“o | S~=NEAT saw cuT LT

/

AT s 7 a

SEE NOTE:

NOTE 6
FINAL PAVEMENT RESTORATION
FOR TYPE "B" TRENCHES SHALL

- INTIAL BACKFILL BE AGANST A NEAT SAW CUT LINE.
& BEDDING, SEE
% DETAIL TR!
SRS
0042
TYPE "A" TYPE “B"
IMPROVED ASPHALT CONCRETE IMPROVED ARMOR COAT
OR PLANT-MIX CONCRETE OR SEAL COAT STREETS
TABLE 1
BACKFILL & RESTORATION
TYPE LOCATION COMP. TYPE
b1 WTHIN 3' CLASS 2 AB 6" CL 3
EP. 5% AB.
D-p | CREATER THAN | SELECT SOL 1.5 MIN.
- - ¥ 10 EP. 00% SELECT SOIL
NN D-(sW) | SDEWAK | CLASS2AB | 6 P.CC. OR EQUAL TO EXAT.
OVERLAY) SEE NOTE 5 AREAS 95% WHICHEVER IS GREATER

NEAT SAW CUT -
12" MIN.

—_

PND  om W

|—(u.s7' MIN. P.C.C.)

o~ NEAT SAW CUT 0.50° MIN. CL. 3 AGGR. BASE
o 1.50' MIN, SELECT SOLL AS
] DIRECTED BY CITY ENGINEER)

BACKFILL SHALL BE CLASS 2 AB 7] \

—] AND 95% COMPACTED
SEE NOTE 6 ~—N s TaBEET
JD INTIAL BACKRAILL — 5 2
: cr & BEDDING. SEE
- - %% DETAIL TR1 %/g o
A .
2 0042 1 a2
TYPE "C" TYPE "D"
PORTLAND CEMENT UNIMPROVED STREETS
CONCRETE STREETS AMLEYS OR EASEMENTS

TYPE A" & “C" TRENCHES REQUIRE (J TWO CUTS; FIRST CUT INITIAL TRENCH WIDTH. THEN 30 DAYS AFTER WORK HAS BEEN

COMPLEI'ED IT SHALL BE SAW CUT A MINIMUM OF 12° WDER BOTH SIDES.

TYP! "C" TRENCHES REQUIRE PLACEMENT AND MAINTENANCE OF TEMPORARY PAVEMENT {SC-800 COLD MIX) COMPACTED IN
PLACE USING A VIBRATING ROLLER OR VIBROPLATE, FOR A MINIMUM OF 30 DAYS PRIOR TO PERMANENT PAVY

STRUCTURAL THICKNESSES SHOWN ARE MINIMUM ALLCWABLE. INCREASED THICKNESS OF STRUCTURAL SECTIONS MAY BE REQUIRED
BY CITY ENGINEER IF EXISTING STRUCTURAL SECTION EXCEEDS THESE MINIMUMS.

ALL TRENCH WORK 5' AND DEEPER SHALL HAVE APPROVED SHORING, ALL IN ACCORDANCE WATH CITY SPECIAL PROVISION
“TRENCHING OPERATIONS”,

PAVING SURFACE AT TRENCH JOINTS SHALL BE SEALED WITH ASPHALT EMULSION 4" EACH SIDE OF JOINT AFTER FINAL
COMPACTION OF ASPHAL CRETE. SEALANT SHALL BE SANDED AS NECESSARY TO PREVENT TRAFFIC PICKUP.

THE COMPACTION OF THE MATE?IAL SHALL BE IN ACCORDANCE WITH CITY SPECIAL PROVISIONS “QUANTITIES AND MATERIALS".

THICKNESS IS TO BE 0.25' MIN OR MATCH EXISTING; WHICHEVER IS GREATER.
PLACEMENT OF ASPHALT CONCRETE SHALL BE IN ACCORDANCE WITH SECTION 39 OF THE CALTRANS STANDARD SPECIFICATIONS,

UNLESS OTHERWISE APPROVED BY THE CITY ENGINEER.
CITY OF YUBA CITY

CLASS 2 AB - FINAL STANDARD DETAIL
BACKFILL & TRENCH TR3
RESTORATION — -

DATE REMVISICNS BY




{MIN. 0.67" CL. 2 AGGR. BASE 95% COMP.} SEE NOTE 5 (0.25' MIN. TYPE "A" AC.) SEE NOTE 7
(MIN. 0.25' TYPE "A" AC.) SEE NOTE 7 ( SEENOTE 5 X
12 M|N ] —"‘I l"'—12 MIN. "\ /(M]N 0.67 CL 2 AGGR. BASE 95% COMP)
yad AN V4
NEAT SAW cuT—" 5ot e 2] et sww cur NS

-

BACKFILL SHALL BE SAND

~—1———  AND 95% COMPACTED
SEE NOTE 6 NOTE:

INTIAL BACKFILL

FINAL PAVEMENT RESTORATION
FOR TYPE "B" TRENCHES SHALL
BE AGAINST A NEAT SAW CUT LINE.

& BEDDING. SFE DRy R
DETALL TR1 % e T %
o
< %
A .
4 0042 M
TYPE "A" TYPE "B"
IMPROVED ASPHALT CONCRETE IMPROVED ARMOR COAT
OR PLANT-MIX CONCRETE OR SEAL COAT STREETS
TABLE 1
TPE |  LOCATION BACKALL & RESTORATION
o1 WTHN 3 SAND 6" CL 3
EP. 95% AB.
b2 | GREATER THAN | SELECT SOL 1.5 KN,
- N 3 10 EP. 90% SELECT SOIL
(FLACE TP Me F D-(s¥) | SDEWAK SAND 6" P.C.C. OR EQUAL TO EXIST.
DELRY) S NOIE AREAS 95% WHICHEVER IS GREATER

—(0.67 MIN. P.C.C.)

-~ NEAT SAW cuT 0.50° MIN. CL. 3 AGGR. BASE

7 1.50" MIN. SELECT SOIL AS
| DIRECTED BY CITY ENGINEER)

& g e
BACKFILL SHALL BE SAND 7 \

AND 95% COMPACTED
SEE NOTE 6 DN o mBE

NEAT SAW CUT\—\_:I\ |__12' MIN.

—_—

INTIAL BACKFILL

& BEDDING, SEE RN
DETAIL TR1 Pae
%
X
0042 O
TYPE "C" TYPE "D"
PORTLAND CEMENT UNIMPROVED STREETS
CONCRETE STREETS ALLEYS OR EASEMENTS
NOTES:
1. TYPE "A" & "C" TRENCHES REQUIRE (2) TWO CUTS; FIRST CUT INITIAL TRENCH WIDTH. THEN 30 DAYS AFTER WORK HAS BEEN

COMPLEI'ED IT SHALL BE SAW CUT A MINIMUM OF 12" WIDER BOTH SIDES.

TYPE "A" & "C" TRENCHES REQUIRE PLACEMENT AND MAINTENANCE OF TEMPORARY PAVEMENT (SC—B00 COLD MIX) COMPACTED IN

2,
PLACE USING A VIBRATING ROLLER OR VIBROPLATE, FOR A MINIMUM OF 30 DAYS PRIOR TO PERMANENT PAVING.
3. STRUCTURAL THICKNESSES SHOWN ARE MINIMUM ALLOWABLE, INCREASED THICKNESS OF STRUCTURAL SECTIONS MAY BE REQUIRED
BY CITY ENGINEER IF EXISTING STRUCTURAL SECTION EXCEEDS THESE MINIMUMS,
4, A%mTEaNC(I;-I O‘EOE';T\ T?ONAND DEEPER SHALL HAVE APPROVED SHORING, ALL IN ACCORDANCE WITH CITY SPECIAL PROVISION
5. PAVING SURFACE AT TRENCH JOINTS SHALL BE SEALED WITH ASPHALT EMULSION 4" EACH SIDE OF JOINT AFTER FINAL
COMPACTION OF ASPHALT CONCRETE. SEALANT SHALL BE SANDED AS NECESSARY TO PREVENT TRAFFIC PICKUP.
6. THE COMPACTION OF THE MATERIAL SHALL BE IN ACCORDANCE WITH CITY SPECIAL PROVISIONS “QUANTITIES AND MATERIALS™,
7. THICKNESS IS TO BE 0.25° MIN OR MATCH EXISTING; WHICHEVER IS GREATER.
B. JETTING OF SAND SHALL NOT BE ALLOWED.
9. EhAnggEg%igmgsEpig[ﬁ%g‘?ENDc%EYmm%%%YBENQNEEI(%ORDANCE WITH SECTION 38 OF THE CALTRANS STANDARD SPECIFICATIONS,
CITY OF YUBA CITY
SAND - FINAL STANDARD DETAIL
RESTORATION APPROVED DATE
DATE REVISIONS BY




AC (STREET SECTION) 5 MIN 5 MN

-

AB (STREET SECTION)

&l CLASS 2 AB

i 95% COMPACTION
- SEE NOTE ON FINAL
o BACKFILL DETAIL

g

INITIAL BACKFILL
(SEE DETALL TR1)

PIPE BEDDING
(SEE DETALL TR1)

PRECAST BASE REQURED 77 X7 RN X /R /R R R
ON STORM DRAIN MANHOLE SHNANA NN 8" CRUSHED ROCK
S R STORM DRAIN P

NOTES:
1. ALL MANHOLES SHALL PASS A VACUUM TEST.
TEST TO BE PERFORMED AFTER ASSEMBLY
OF THE MANHOLE AND INSTALLATION OF
THE PIPE ENTERING/EXITING THE MANHOLE,
BUT PRIOR TO BACKFILLING. SEE REQUIREMENTS
IN CITY SPECIAL PROVISIONS.

INITIAL BACKFILL
(SEE DETAL TRI)

R
(NG RS BIPE BEDDING
\)/{i SR (SEE DETAL TR1)
IR 5N
- SO
RN RGN
NN NG AN }
VR SANITARY SEWER 8" CRUSHED ROCK
X
MANHOLE BACKFILL CITY OF YUBA CITY
STANDARD DETAIL
TR5
DATE REVISIONS BY APPROVED DATE




~~—  VARIES (SEE NOTE 3) —=—

/EXISTING UTILITY

|l “BAND SEAL COUPLING
WITH PROPER ADAPTER

OR_AS_APPROVED BY

THE CITY ENGINEER

4
agenegr

3/4" CRUSHED ROCK
BEDDING TO BOTTOM

OF PIPE NEW UTILITY

NOTES:

1. INSIDE DIAMETER OF PIPE TO BE THE SAME AS THE
PIPE TO WHICH IT CONNECTS.

2. ALTERATIONS OF SEWER GRADES WILL BE PERMITTED
ONLY AFTER PERMISSION HAS BEEN RECEIVED FROM
THE CITY ENGINEER.

3. WHENEVER THE SPAN OF THE PIPE EXCEEDS 5'-0"
REPLACEMENT PROCEDURE AND MATERIAL SHALL BE
AS DIRECTED BY THE CITY ENGINEER.

4. TRIM THE END OF THE EXISTING UTILITY TO REMAIN
TO A CLEAN NEAT EDGE.

5. FOR SANITARY SEWER LINES USE EXTRA STRENGTH WVITRIFIED
CLAY PIPE OR PROTECTO 401 LINED DUCTILE IRCN PIPE.
FOR STORM DRAIN LINES USE CONCRETE PIPE OF THE SAME
TYPE THAT WAS REMOVED.

6. BAND SEAL COUPLING SHALL HAVE STAINLESS STEEL
SHEAR RING.

7. THE "CALIFORNIA WATERWORKS STANDARDS" SET FORTH THE
MINIMUM SEPARATION REQUIREMENT FOR WATER MAINS WITH
SANITARY SEWERS AND STORM SEWER LINES. THESE
STANDARDS ARE CONTAINED IN SECTION 64572, TITLE 22,
CALIFORNIA CODE OF REGULATIONS.

CITY OF YUBA CITY

STANDARD DETAIL

UTILITY CROSSING TR6

APPROVED DATE

DATE ‘REVISIONS BY




F. HYD (MJ
-|_|_r G.V. (MJ X FE) (M)
PAINT — 1 COAT PRIMER OVER SOUND

METAL & 2 COATS 1145 SAFETY YELLOW
PAINT (OR CITY APPROVED EQUAL) _'I

SEE NCTE #

\ 6” D.LP.
= N\EE (MJ X FE)

PIPE FITTNG LAYOUT

¢ OF 36"SQ.
CONC. PAD

CLOW 860 or 960, OR JAMES JONES COMPANY J—4060A
W/(1) 4 1/2° AND (2) 2 1/2" HOSE OUTLET
18" —-1 (OR CITY APPROVED EQUAL)

| —BACK OF SIDEW?LK

- [ CONCRETE 1" BELOW BREAKOFF GROOVE VALVE BOX
L (Tf_Jlf 'QF._SPEWA'-K (SEE DETAIL W4)

L=

W=l -+

BREAK—~OFF £ /4,, AR WE| LU
RISER | ! BREAK—OFF CHECK VALVE [
| — L\ LONG BEACH #400 = -: j
=T NDISTURBED
A,
a "I~ SPOOL AS REQUIRED 1
= 2 NO GROOVE AND NO 36"
BREAK OFF BOLTS
VAR.
af— | HYDRANT BURY
T \ (FE X MJ) | 6" cATE vaLvE
= - (FE X MJ)
THRUST ~Z iy ' RS
BLOCK ]

e

; \’4\,;

AN

A

NG WS

W

— M ~.

[ EEDCEIEE NN § It \ e nup.
=l RS § PRI B R
e \ =

UNDISTURBED 10 AWG. SINGLE STRAND, SOFT DRAWN THRUST
EARTH CONCRETE BLOCK COPPER WIRE: 4/64” POLYVINYL CHLORIDE BLOCK
OR ROCK SLAB INSULATION INTO VALVE BOX, ALONG PIPE &
EXTEND 2" ABOVE CONCRETE AT BASE
OF FIRE HYDRANT.

NOTES
1. HYDRANT SHALL BE PLACED 24" 2. BLUE REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED
EE??E% TV%H :EI"\IA%II(_A?\IEI'E %UEETiR :gHEN 6" FROM CENTERLINE ON SIDE NEAREST THE HYDRANT
. ON TWO OR MULTI—LANE STREETS. TWO MARKERS ARE
CONC. PAD SHALL EXTEND FROM REQUIRED AT INTERSECTIONS HAVING A HYDRANT. THE

TOF BACK OF CURB TO 18" BEYOND

CENTERLINE OF HYDRANT MARKER SHALL BE PLACED 6" FROM THE EDGE OF THE

CONTINUOQUS LEFT TURN LANE LINE ON SIDE NEAREST THE
HYDRANT. FOUR LANE STREETS WITH TURN LANE AT
INTERSECTION, THE MARKER SHALL BE PLACED 6" FROM
NEAREST WHITE LINE ON THE SIDE NEAREST THE HYDRANT.

CITY OF YUBA CITY
STANDARD DETAIL

FIRE HYDRANT wi1

APPROVED DATE

DATE REVISIONS BY




PAINT — SEE NOTE #2 & #3

SEE NOTE #1
¢ OF 36"SQ.
CONC. PAD
JAMES JONES BRONZE No. J3770 or CLOW 2065
W/(2) 4 1/2"° AND (1) 2 1/2" HOSE QUTLET
(OR CITY APPROVED EQUAL)
L 18" 18" — BACK OF SIDEWALK
= —— '_ECONCRETE 1" BELOW BREAKOFF GROOVE
ENEE T e TSR p__(Tc_’.PPF_TS'?EWALK AL w4)
- .
BREAK—OFF i I :
RISER 20 1/4 BREAK—OFF CHECK VALVE |'. i e 2
L «—TTLONG BEACH #400 wi M=M= =
EMBER 12 = | 67 SPOOL AS REQUIRED = UNDISTURBED
NO GROQVE AND NO 4 EARTH
BREAK—OFF BOLTS 367 1
#5 EPOXY COATED REBAR
18 SLOTTED BURY
MIN (FExMJ " 6"
xMJ) 10"x6" REDUCER | . 10" GATE VALVE
(MJLEBXPE) Y (MdxMd)
THRUS A Il
BLOCK \
: S — B \\ .
SE R \ ™\ 10" D.LF, \
UNDISTURBED _,, 10 AWG. SINGLE STRAND, SOFT DRAWN THRUST
EARTH 8" —~ CONCRETE BLOCK COPPER WIRE: 4/64" POLYVINYL CHLORIDE BLOCK
OR ROCK SLAB INSULATION INTO VALVE BOX, ALONG PIPE &
EXTEND 2° ABOVE CONCRETE AT BASE
OF FIRE HYDRANT.
NOTES
1. HYDRANT SHALL BE PLACED 24" 4. BLUE REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED
BEHIND TOP BACK OF CURB WHEN 6” FROM CENTERLINE ON SIDE NEAREST THE HYDRANT
EEQ%EDPA%“@SAEEA;XTFERNST&%M ON TWO OR MULTI—LANE STREETS. FOUR MARKERS ARE
TOP BACK OF GURB TO 18" BEYOND REQUIRED AT INTERSECTIONS HAVING A HYDRANT. TWO
CENTERLINE OF HYDRANT MARKERS SHALL BE PLACED 6" FROM THE EDGE OF THE
2 ON 16° AND SMALLER WATERLINES THE CONTINUOUS LEFT TURN LANE LINE ON SIDE NEAREST THE
HYDRANT SHALL HAVE 1 COAT PRIMER HYDRANT. FOUR LANE STREETS WITH TURN LANE AT
OVER SOUND METAL AND TWO COATS 1145 INTERSECTION, THE MARKERS SHALL BE PLACED 6" FROM
SAFE;‘Y YELLOW PAINT (or City approved NEAREST WHITE LINE ON THE SIDE NEAREST THE HYDRANT.
equal}.
3. ON WATERLINES LARGER THAN 16” THE

BRONZE HYDRANT SHALL

BE BUFFED AND

TWO COATS OF CLEAR COAT SHALL BE CITY OF YUBA CITY

APPLIED.

SPECIAL

SPECIAL DETAIL

W2

FIRE HYDRANT |oee —|




REQUIRED BEARING ~ TOTAL SQUARE FEET

TYPE OF . . 11 1/2° OR
FITTING 90" BEND 45" BEND 29 1/2° BEND
>
= &
2-8 iz D
S5
=
FiE
=
§ 2 1 1
& ’ 2 1
o
s | 8 4 2
u »
% 10 12 i} 3
12" 18 10 5
247 60 30 16
30" 90 45 25
TYPE OF CROSS
FITTING
=
=
53
EE
2
r SEE DETALL W13
o .
& 6
5 g"
B[00
&
12"
24"
kv
NOTES:

1. THRYUST BLOCKS TO BE CONSTRUCTED OF MINOR CONCRETE.

2, AREAS GIVEN ARE FOR CLASS 150 PIPE AT TEST PRESSURE OF 150
P.S.I. IN SOIL WTH 2,500 P.S.F. BEARING CAPACITY.
USING DIFFERENT PIPE, TEST PRESSURES, AND/CR SOIL TYPES SHOULD

ADJUST AREAS ACCORDINGLY, SUBJECT TO APPROVAL BY CITY ENGINEER.

THRUST BLOCKS TO BE POURED AGAINST UNDISTURBED SOIL FOR THE FULL DEPTH OF PIPE.
JOINTS TO BE KEPT CLEAR OF CONCRETE,

THRUST BLOCKS TO BE IN PLACE 7 (SEVEN) DAYS BEFORE TESTING.

ALL PLUGS SHALL BE SECURED WITH THRUST BLOCKS.

b

THRUST BLOCKS

INSTALLATIONS

CITY OF YUBA CITY

STANDARD DETAIL

DATE

REVISIONS

BY

w3

T APPROVED  ~ DATE




COVER DETAIL

ATE

€A

10 9/16™ DIA. (AS CAST)

£z

7 7

D AND L SUPPLY K-6016 TRAFFIC
RATED MONUMENT RING AND
COVER OR APPROVED

EQUAL MARKED “WATER®

|
TYPE "A" A.C, (2" MIN,
OVER CONCRE

24"

JACKE)r /_ LD

8" MAX. INSIDE
VALVE CAN

CONCRETE JACKET

10 AWG. SINGLE STRAND, SOFT
DRAWN COPPER WIRE: 4/64" PVC
INSULATION. LOCATING WIRE SHALL
BE PLACED IN A SAWCUT SLOT AT
THE TOP OF THE RISER PIPE.

SCHD, 40 P.V.C, SOR 35
OR CITY APPROVED
EQUAL

WATER VALVE BOX

SEE NOTE 1.

VALVE OPERATING NUT

AS NEEDED TO
TOP OF VALVE

NOTE:

1.

PROVIDE A CITY APPROVED VALVE
EXTENSION, WITH A RISER CAN, FOR
VALVES DEEPER THAN 6.0 FEET. HEIGHT
OF EXTENSION SHALL TERMINATE AT
1.5 FEET TO 4.0 FEET BELOW GRADE.

CITY OF YUBA CITY

STANDARD DETAIL

w4

DATE

REVISIONS

BY

APPROVED DATE




a_|

e

L—

3

SPLICE RUNS TOGETHER /

KEEP CLEAR OF FITTING

TYPICAL LAYOUT

LOCATING WIRE

FOR WATER MAINS
AND SERVICES

VALVE BOX
(SEE DETAIL wﬁ\

==z ~

WATER MAIN

N\

10 AWG. SINGLE STRAND, SOFT DRAWN )
COPPER WIRE; 4/64™ POLYVINYL CHLORIDE
INSULATION INTO VALVE BOX, AND ALONG PIPE,

N—————
\— SEE DETAIL
BELCW
COVER SPLICE WITH TWO LAYERS OF
/ ELECTRICAL TAPE

INSULATION INTO VALVE BOX

{REMOVE AT SPLICE)

INSULATED WIRE
ALONG PIPE

SPLICE DETAIL

NOTES:

1. WRE TO BE CONTINUQUS BETWEEN VALVE BOXES.

2. LOCATING WIRE TO BE LAID AT BOTTOM OF TRENCH, NEXT
TO PIPE.

3. LOCATING WIRE SHALL BE TESTED AND IN WORKING ORDER

AFTER ALL UNDERGROUND WORK IS DONE, AND PRIOR TO
STREET PAVING.

CITY OF YUBA CITY

STANDARD DETAIL

W5

DATE

REVISIONS BY




'—-— 0.5
FINISHED GRADE

= Il
BALL ANGLE METER VALVE. USE i i
MUELLER 300 x METER END 6" MIN-12" MAX
OR CITY APPROVED EQUAL.
30°MIN
36"MIN.
PLACE CURBSTOP 1" P
FROM INSIDE OF BOX |
N
= i
=
g ~ N/ TOUCH READ METER
AND CHECK VALVE
SERMCE FIPE CTS FITING, IF REQUIRED BY CITY
NOTES:

CORPORATION STOP-
MUELLER 300 BALL VALVE OR
CITY APPROVED EQUAL.

DOUBLE STRAP SERVICE SADDLE-
MUELLER BR2B BRONZE SERVICE
SADDLE OR CITY APPROVED EQUAL

1
2

1" SERVICES SHALL BE COPPER TYPE "K" SOFT.

SPLICES IN THE SERVICE LINE ARE TO BE AVOIDED; BUT WHERE
APPROVED, THEY SHALL BE MADE USING CTS GRIP-TYPE
COMPRESSION GOUPLINGS.

ALL FITTINGS ARE COPPER OR BRASS AND SHALL BE MUELLER 110
E((:)(I)JNA%.UCTWE TYPE) COMPRESSION CONNECTIONS OR CITY APPROVED
WHEN BACKFLOW PREVENTER IS REQUIRED, SEE DETAIL W10.

ROCK BOTTOM OF BOX WITH 3" MIN. OF 3/4" MINUS CRUSHED ROCK.

PACK JOINT FITTINGS ARE NOT ACCEPTABLE.

Ve

g ¢

COPPER SERVICE

~~—WATER MAIN

1" WATER SERVICE

1 15/16" HOLE
S é
=
m
o)

N\

N,

CHRISTY METER BOX & COVER
OR CITY APPROVED EQUAL

CHRISTY
CONDITION MODEL NO. LD TYPE
LAWN /LANDSCAPE B-16 FL16P BADGER ORION

CITY OF YUBA CITY

STANDARD DETAIL

W6

MAIN CONNECTION

APPROVED DATE

DATE

REVISIONS BY




36"MIN,

'—‘ 0.5 ‘—(
/ FINISHED GRADE

PLACE CURBSTOP 1" | of
FROM INSIDE OF BOX UM

FOR NEW SERVICE
BALL ANGLE METER VALVE. USE
MUELLER 300 x METER FLANGE
OR CITY APPROVED EQUAL.

T =

CORPORATION STOP—
MUELLER 300 BALL VALVE
OR CITY APPROVED EQUAL.

DOUBLE STRAP SERVICE SAODLE-
MUELLER BR2B BRONZE SADDLE
OR CITY APPROVED EQUAL.

N~ SERMICE PIPE
COPPER

1 TOUCH READ METER

AND CHECK VALVE
CTS FITTING, IF REQUIRED BY OITY

NOTES:
1. 11/2" & 2" SERVICES SHALL BE COPPER
TYPE "K* HARD UNLESS OTHERWISE SPECIFIED.

2. ALL FITTINGS ARE COPPER OR BRASS AND
SHALL BE MUELLER 110 {CONDUCTIVE TYPE)
COMPRESSION CONNECTIONS OR CITY
APPROVED EQUAL.

3. INSTALLATION SHOWN IS FOR USE WTH
A NON-TURBO TYPE METER. FOR TURBO
TYPE METER, SEE DETAIL W10

4. WHEN BACKFLOW PREVENTER IS REQUIRED, SEE
DETAIL WiG.

5. ROCK BOTTOM OF BOX WITH 3" MIN. OF 3/4"
MINUS CRUSHED ROCK.

6. PACK JOINT FITTINGS ARE NOT ACCEPTABLE.

3 £

COPPER_SERVICE

1 15/16™ HOLE
§;
r_"|
-

\

e —_— N
Le——WATER MAIN CHRISTY METER BOX & COVER
OR CITY APPROVED EQUAL
CHRISTY
METER SIZE MODEL NO. LD TYPE
11/2" B-36 B—36D
1 1n & o 2 B-36 B-36D CITY OF YUBA CITY
2 STANDARD DETAIL
WATER SERVICE o
MAIN CONNECTION T
DATE REVISIONS BY




BLOWOFF HYDRANT
REFER TO DETAIL W9

USE CHRISTY B1017-61JH LID CR
APPROVED EQUAL IF BOX IS IN PAVED

AREA. USE CHRISTY B—16D LID OR APPROVED
EQUAL IN UNPAVED AREA ONLY.

BARRICADE ————
(SEE DETAIL ST19)

3!

N

TR

USE CHRISTY PRECAST BOX B1017B0X OR

APPROVED EQUAL IF BCX IS IN PAVED
AREA. USE CHRISTY PRECAST BOX B-16 OR
APPROVED EQUAL IN UNPAVED AREA ONLY.

N
N
'\
N T
S
\\/
pUSE
7@
LOCATNG WRE  —|| |
\ t LIV
\\@’ 2" TYPE K

WATER MAIN ~—.

COUPLING WITH/
TAPPED PLUG

RED BRASS NIPPLE

NOTE:

2" MAX SEPARATION

HARD COPPER

90° BRASS ELBOW. CTS FITTING
W/ COMPRESSION CONNECTION.

1. PACK JOINT FITTINGS ARE NOT ACCEPTABLE.

DEAD-END
WATER MAIN

CITY OF YUBA CITY

STANDARD DETAIL

W8

DATE

REVISIONS

APPROVED DATE

BY




2 1/2" BRASS CAP -\

2 1/2" BRASS FIRE
HOSE ADAPTER x
2" BRASS MALE IPS

2" 45" BRASS ST EWL

NOTES:

1. USE CHRISTY PRECAST BOX B1017B0X OR
APPROVED EQUAL IF BOX IS IN PAVED
AREA. USE CHRISTY PRECAST BOX B-16 OR

APPROVED EQUAL IN UNPAVED AREA ONLY.
2. REFER TO Y.C. STD. DETAIL W8

2" BRASS METER FLANGE

2° METER FL GASKET

2" BRASS ANGLE STOP

AN

CTS COMP. x METER FL
/’ (MUELLER 110 OR EQUAL)
N
‘I;L[:[Ul_) I 1T 11

I I
e —

USE CHRISTY B1017-61JH LD OR
APPROVED EQUAL IF BOX IS IN PAVED
AREA. USE CHRISTY B-16D LID OR APPROVED

STAINLESS STEEL
5/8x21/2"

NUT, BOLT & WASYER
W/ NEVER-SEEZE® ON
THREADS

2" TYPE 'K’ HARD COPPER

EQUAL IN UNPAVED AREA ONLY.

N

T

NN

\//\

S

K%,

\>4/§\><\>\\/\\\/\\\/
ORI

N

PRI,

[
2" MAX SEPARA'HON\j

CITY OF YUBA CITY

BLOWOFF

STANDARD DETAIL

W9

HYDRANT

DATE

REVISIONS

APPROVED DATE

BY




NOTES:

A,

SEE CITY OF YUBA CITY STANDARD DETAIL W6 & W7
FOR SERVICE CONNECTION AND METER BOX SIZES
B. SEE DETAIL W11 FOR FITTINGS REQUIRED AT

BACKFLOW PREVENTER

DETAIL Wn1

USE CHRISTY PRECAST BOX B—36 WITH B-36D

REDUCED PRESSURE
BACKFLOW PREVENTION
ASSEMBLY.

(SEE NOTES 1, 3, & 4)

PLACE OVERSIZED

SIDEWALK

LD OR CITY APPROVED EQUAL

: Fa
1'=Q" - 7
MAX. VMNp
N\

12" MAX

— -FOAM SLEEVE
e

POINT OF SERVICE
VARIES (SEE NOTE #2)

4” CONC.
PAD SIZED L

» METER | AS REQ'D
30" MIN.
NEW SERVICE
SEE DETAIL
& vn\ PLY LINE
) RED BRASS PIPE (OR)
SERVICE PIPE SEE NOTE 7 DUCTILE IRON PIPE W/ APPROPRIATE FITTINGS

CITY WILL FURNISH AND
SET METER UPON PAYMENT
OF FEES

NOTES:

(S ]

. REDUCED PRESSURE BACK FLOW PREVENTION ASSEMBLY SHALL BE CONNECTED

TO CITY WATER, TESTED BY CERTIFIED TESTER WITH AN AWWA CERTIFICATION, AND TEST
REPORT PROVIDED TO THE PUBLIC WORKS DEPARTMENT PRIOR TO BEING PLACED INTO SERVICE.

. POINT OF SERVICE:

A. POINT OF SERVICE IS THE BACK OF SIDEWALK FOR STREETS WITH SIDEWALK CONTIGUOUS WITH
CONTIGUOUS WITH CURB & GUTTER or DETACHED SIDEWALK IN PARKWAY STRIPS,

B. POINT OF SERVICE IS THE RIGHT OF WAY LINE ON ALL ALLEYS & UNIMPROVED STREETS.

C. WHERE THE POINT OF SERVICE IS UNCLEAR THE LOCATION SHALL BE DETERMINED BY THE CROSS
CONNECTION CONTROL SPECIALIST OR HIS DESIGNEE.

. LISTS OF APPROVED BACK FLOW PREVENTION ASSEMBLIES: FEBCO, WATTS, OR CITY APPROVED EQUAL.
. THE SIZE OF THE BACKFLOW PREVENTION ASSEMBLY SHALL BE THE SAME SIZE AS THE SUPPLY LINE.
. THE BACK FLOW PREVENTION ASSEMBLIES SHALL BE INSTALLED ABOVE GROUND, iN A HORIZONTAL &

LEVEL POSITION. THE ASSEMBLY SHALL BE LOCATED ON THE CUSTOMER'S SIDE & NO FURTHER THAN
FIVE (5) FEET FROM THE POINT OF SERVICE TO THE WATER METER. PROVIDE A LOCKABLE, EXPANDED
METAL & INSULATED PROTECTIVE ENCLOSURE. USE PLACER WATER WORKS MODEL #PW/E1AW OR CITY
APPROVED EQUAL.

NO QUTLET, TAP, TEE, OR CONNECTION BETWEEN THE WATER MAIN AND THE BACKFLOW PREVENTER

IS ALLOWED.

7. THERE SHALL BE A SEPARATION BETWEEN THE BALL ANGLE METER AND THE METER OF 5 TIMES THE DIA

OF THE SERVICE FOR TURBO

REDUCED PRESSURE
BACKFLOW
PREVENTER FOR

1" - 2" WATER SERVICES

METERS ONLY.

CITY OF YUBA CITY

STANDARD DETAIL,

DATE REVISIONS

BY

W10

AFPROVED DATE




REDUCED PRESSURE BACKFLOW PREVENTER

BALL VALVE / BALL VALVE
BRASS S0 BLL BRASS 90" ELL
I | | 72N
BRASS NIPPLE
N BRASS WYE STRAINER T
W/ 60 MESH SCREEN
BRASS UNION —] |
\é:b 12" dj_* BRASS UNION

=] BRASS NIPPLE =

| BRASS MIPPLE

FINISH GRADE/

CONCRETE PAD 1

AW N

BACKFLOW
PREVENTER DETAIL

BRASS 90" ELL

R T R I R —
. oo . a e °n S P i R
RRGRLLREGELLZN VO
PN SNTINGANSY N AN
RGRRRRRERRI R, //\‘?4\\/{6\(//‘/’

SCH 80 PVC MALE
ADAPTER

THRUST BLOCKS

STRUCTURE COR HARDSCAPING.
ON OPEN OR NON-—OBSTRUCTED SIDE.

. REFER TO SPECIFICATIONS & PLAN SHEET FOR
. PROVIDE A LOCKABLE, EXPANDED METAL & INSULATED PROTECTIVE

. EQUIPMENT TO BE INSTALLED A MIN. OF 24" FROM ANY
. WHEN UNIT IS NEAR A STRUCTURE: MOUNT TEST COCK

MORE INFORMATION.

ENCLOSURE. USE PLACER WATER WORKS MODEL #PW/E1AW

OR CITY APPROVED EQUAL.

. FOR ADDITIONAL INFORMATION SEE DETAIL Wi0.

CITY OF YUBA CITY

STANDARD DETAIL

W11

REVISIONS BY

APPROVED DATE




FLOW AND OUTLET OPENINGS TO FLUSH PIPE

FLOY REQUIRED SIZE OF TAP, IN.
TO PRODUCE 1" 11/2° 2 NUMBER OF
PIPE DIAMETER 2.5 FT/S (APPROX) "NUMBER OF TAPS ON PIPE 2 1/2 IN.
IN. VELOCF{;YPPLN MAIN AT QUTLET HYDRANT QUTLETS
4 100 1 - - 1
6 200 - 1 - 1
8 400 - 2 1 1
10 600 - 3 2 1
12 00 - - 2 2
GREATER THAN 12° SPECIAL DESIGN

{PER AWWA C851-92)

NOTES:

1. THE SIZE OF BYPASS PIPING SHALL BE MODIFIED TO BE
NOT LESS THAN 1/3 OF THE DIAMETER OF THE NEW MAIN
TO ACHIEVE MINIMUM FLUSHING VELQCITY.

2. A BACTERIA TEST SHALL BE PERFORMED WHEN THE BLIND
FLANGE IS PULLED.

3. A BACTERIA TEST SHALL BE PERFORMED WHEN THE
PRESSURE DROPS BELOW 5 psi.

4. COORDINATE THE BACTERIA TEST WITH THE CITY INSPECTOR.

TO TEST PUMP '

BALL VALVE
UNION _v‘ 1

I e e

VALVE AND/OR
REDUCER (BY CITY,

\DOUBLE CHECK VALVE ASSEMBLY

l FROM TEST PUMP

BALL VALVE

| f %3 /-3/4' SPOUT

|
\_baL v

*-PRESSURE GAUGE

BRONZE TAPPING SADDLE.
= PLUG WITH A BRASS PIPE
PLUG AFTER TESTING.

(2 ea.)
; | /
\AT ; \[I:ﬂ/ NEW MAIN
] / /
l—-f 12— - 12" —=—
MIN. MIN.
———————— 24"
FASTITE x FLANGE ADAPTER | ?F{EBM’OBVEUN:FT?; NTiESﬂNG)
FOR_NEW WATER MAIN CONSTRUCTION
CITY OF YUBA CITY
STANDARD DETAIL
TESTING BLOCK w12
AND BYP ASS AFPROVED DATE
DATE REVISIONS BY




?

|— BLIND FLANGE
(TYP. W/0 CONNECTION)

— FE REDUCER OR SPOOL

2] MONOLITHIC
THRUSTBLOCK

A
FE X MJ VALVE f

"HOLDDOWN" FOR CROSS, TO BE

U—BEND #5 EPOXY COATED REBAR [
@
EMBEDDED INTO CONCRETE 12" MIN.

SPOOL OR

FL REDUCER\J_\

!

PLAN

’/‘FE X MJ VALVE

=

7"MIN. CLR. —L !
I - 7 12"T1N.
o7 #5—REBAR
# (EPOXY COATED)
* "HOLDDOWN” M .
SIZE_ OF THRUST BLOCK D e D "1 1. USE MINOR CONCRETE
e P O
16" 45 4.5 oy i
7 - e 3 CONCRETE.
12° 3.5’ 3.5
107 3 3
g 7 2.5 Ve
6 1.5 7
W
SECTION A—A
CITY OF YUBA CITY
STANDARD DETAIL
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PLACER WATERWORKS

CHRISTY CONCRETE
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TOP VIEW OF AR VALVE QUTLINE OF 4°
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44

52
/%/’ AR VALVE SIZE OF
SIZE PIPE FITTINGS
1“ 1-
i z

SERVICE SADDLE: MUELLER BRZB BRONZE SERVICE SADDLE OR CITY APPROVED EQUAL
CORPORATION STOP: MUELLER 300 BALL VALVE

90" BRASS ELL

BRASS NIPPLE

TYPE K HARD COPPER PIPE

TEFLON BALL: MUELLER OR CITY APPROVED EQUAL

BRASS UNION

BRASS TEE

AIR-VACUUM & AIR RELEASE VALVE: APCO SERIES 140C; G.A. INDUSTRIES FIG. 945;
OR CITY APPROVED EQUAL

. BIBB W/TEE HANDLE

. 90" BRASS ST, EIL

. STAINLESS STEEL SCREEN (McMASTER-CARR NO. 9877K)

. PROVIDE A LOCKABLE, EXPANDED METAL & INSULATED PROTECTIVE ENCLOSURE FOR

AR VALVE. USE PLACER WATERWORKS PW/SJARV—3 ENCLOSURE OR
CITY APPROVED EQUAL.

. PROVIDE 4" THICK CONCRETE SLAB BASE FOR THE ENCLOSURE. THE CONCRETE SHALL

BE WIDER THAN THE ENCLOSURE ON ALL SIDES AS SHOWN ABOVE,

. PROVIDE LOCATING WIRE FROM SERVICE SADDLE AT MAIN, ALONG THE PIPING TO THE

AIR VALVE. SEE DETAIL W5 FOR LOCATING WIRE INSTALLATION.

CITY OF YUBA CITY

DOUBLE COMBINATION AIR VALVE STANDARD DETAIL

TO BE USED ON PIPES 14" AND GREATER W14

T APPROVED  DATE
DATE REVISIONS BY




PLACER WATERWORKS

CHRISTY CONCRETE
VALVE BOX & LD

ENCLOSURE CRB ST 8 T
=
18"
6 O/
=
TOP VIEW OF AIR VALVE OUTLINE OF 4"
ON_CONCRETE_SLAB THiac CONCRETE

— s
Mo

SINGLE COMBINATION AIR VALVE

TO BE USED ON PIPES 12" AND SMALLER

=
N N

AR VALVE
SIZE

SIZE OF
PIPE_FITTINGS

1

2-

2-

SERVICE SADDLE: MUELLER BR2B BRONZE SERVICE SADDLE OR CITY APPROVED EQUAL

. CORPORATION STOP: MUELLER 300 BALL VALVE
. 90° BRASS ELL
. BRASS NIPPLE

TYPE K HARD COPPER PIPE

TEFLON BALL: MUELLER OR CITY APPROVED EQUAL

BRASS UNION

BRASS TEE

ARR-VACUUM & AIR RELEASE VALVE: APCO SERIES 140C; G.A. INDUSTRIES FIG. 945;
OR CITY APPROVED EQUAL

. BIBB W/TEE HANDLE

. 90° BRASS ST. ELL

. STAINLESS STEEL SCREEN (McMASTER-CARR NO. 9877K)
13.

PROVIDE A LOCKABLE, EXPANDED METAL & INSULATED PROTECTIVE ENCLOSURE FOR
AIR VALVE. USE PLACER WATERWORKS PW/SJARV—2 OR PW/SJARY-3
ENCLOSURE OR CITY APPROVED EQUAL.

. PROVIDE 4" THICK CONCRETE SLAB BASE FOR THE ENCLOSURE. THE CONCRETE SHALL

BE WIDER THAN THE ENCLOSURE ON ALL SIDES AS SHOWN ABOVE.

. PROVIDE LOCATING WIRE FROM SERVICE SADDLE AT MAIN, ALONG THE PIPING TO THE

AR VALVE. SEE DETAIL W5 FOR LOCATING WIRE INSTALLATION.

CITY OF YUBA CITY

STANDARD DETAIL

W15

T APPROVED  DATE

DATE REVISIONS BY




ONC
CHRISTY BOX CHRISTY C &RETE

VALVE BOX & LID AT
CURB STOP OR CITY CHRISTY_BOX
APPROVED EQUAL.
6" 6" \
18" 18" 18"
O | O e O
—-—-..__________.‘
& e or ¢ |

THICK CONCRETE 6
SLAB

TOP VIEW OF AIR VALVE TOP VIEW OF AIR VALVE
WITH CONCRETE SLAB WITH CONCRETE SLAB
DOUBLE COMBINATION AIR VALVE APPLICATION SINGLE COMBINATION AR VALVE APPLICATION

NOTES:

. CHRISTY BOX B-36 WITH LID B-36D OR CITY APPROVED EQUAL. THE TOP
OF THE LID SHALL BE FLUSH WITH THE TOP OF THE CONCRETE SLAB.

. DRAIN ROCK. PROVIDE 5 CUBIC FEET PER VAULT BOX.

. SEE DETAIL Wi4 & W15 FOR ADDITICNAL INFORMATION.

. 4" THICK CONCRETE SLAB ON GRADE. THE CONCRETE SHALL BE WIDER
THAN THE BOX ON ALL SIDES AS SHOWN ABOVE.

—_

Rl ol o]

BELOW GROUND INSTALLATION CITY OF YUBA CITY
COMBINATION AIR VALVE STA"DA";\’D1';ETA'L

T APPROVED DATE
DATE REVISIONS BY




4" THICK 2' WIDE
CONCRETE PAD

REDUCED PRESSURE
BACKFLOW
PREVENTION ASSEMBLY
(SEE NOTE 4)

FIRE DEPT.
CONNECTION
(SEE NOTE 5)

SEE NOTE 12

SPOOLS OPTIONAL

\

SINGLE CHECK BLIND FLANGE

AS REQD. ————
z

/CITY MAIN

PLACE OVERSIZED
FOAM SLEEVE

W}(S IF PUSH-ON FITTINGS ARE USED

(SEE NOTE 2)

. INSTALLATION OF THE FIRE SERVICE SHALL BE IN ACCORDANCE WITH AWWA C800.
. INSTALL TEST PLATE AND JUMPER ASSEMBLY IN ACCORDANCE WITH STANDARD DETAIL wi2'
. PIPES AND FITTINGS SHALL BE DUCTILE IRON CL250 MINIMUM FROM THE MAIN TO THE BURIED
ELBOW DOWNSTREAM OF THE BACKFLOW PREVENTER
. PLACE REDUCED PRESSURE DEVICE WITHIN 8 BEHIND BACK OF S/W. APPROVED BACKFLOW PREVENTION

ASSEMBLIES: AMES, FEBCO or CITY APPROVED EQUAL. CERTIFICATION BY AN AWWA LICENSED TESTER
SHALL BE DELIVERED TO THE PUBLIC WORKS MAINTENANCE DIVISION.

. FIRE SERVICE CONNECTION SHALL BE INSTALLED 18" FROM BACK OF S/W, 30’ MIN./50' MAX. FROM
A FIRE HYDRANT, AND PER THE FIRE DEPARTMENT'S REQUIREMENTS.

. PROVIDE TEMPORARY BLIND FLANGE W/ BLOWOFF AT BUILDING. AFTER TESTING THE FIRE SERVICE
FROM THE MAIN TO THE BUILDING, REMOVE FLANGE AND MAKE CONNECTION.

. DISINFECTION OF THE FIRE SERVICE SHALL BE IN ACCORDANCE WITH AWWA CB51,

. TESTING THE FIRE SERVICE FROM THE WATER MAIN TC THE BUILDING SHALL BE COORDINATED WITH
PUBLIC WORKS. IT SHALL CONSIST OF A 2 HOUR PRESSURE TEST AT 200 PS| AND BACTERIA TEST
AFTER THE FIRE SERVICE HAS BEEN SUFFICIENTLY FLUSHED.

9. TESTING [N THE BUILDING SHALL BE COORDINATED WITH THE FIRE DEPARTMENT.

10. IF THE FIRE SERVICE CONNECTION SERVES MORE THAN ONE BUILDING, A POST INDICATOR VALVE

IS REQUIRED FOR EACH BUILDING.
11. NO OTHER CONNECTIONS WILL BE ALLOWED ON A FIRE SERVICE.
12. ALL FIRE BACKFLOW PREVENTERS SHALL HAVE OUTSIDE STEM & YOKE VALVES

T RPN

oy & (n

REDUCED_PRESSURE DEVICE
OUTSIDE INSTALLATION

CITY OF YUBA CITY

STANDARD DETAIL

FIRE SERVICE W17
CONNECTION

APPROVED DATE

DATE REVISIONS BY




NOTES

VALVES SHALL BE AMERICAN FLOW CONTROL'S SERIES
2500 DUCTILE IRON RESILIENT WEDGE GATE VALVE or
CITY APPROVED EQUAL.
ALL SURFACES OF THE VALVE BODY AND BONNET SHALL
HAVE A FUSION—-BONDED EPOXY COATING APPLIED PRIOR

1.

“

b I LN S L

TO ASSEMBLY.

DIRECT BURY SIDE MOUNTED VALVES SHALL BE BEVEL

GEARED AND ON PIPES GREATER THAN 127¢.

VALVES INSTALLED ON MAINS IN THE NORTH—SOQUTH DIRECTION

SHALL HAVE THE OPERATING NUT ON THE EAST SIDE.

VALVES INSTALLED ON MAINS IN THE EAST-WEST DIRECTION
SHALL HAVE THE OPERATING NUT ON THE NORTH SIDE.
WHEN VALVES ARE CONNECTED TO A FLxFL TEE, 6" SPOOLS

SHALL BE INSTALLED BETWEEN THE TEE AND VALVE.

PROVIDE A CITY APPROVED VALVE EXTENSION, WMITH A
RISER CAN, FOR VALVES DEEPER THAN 6.0 FEET. HEIGHT
OF EXTENSION SHALL TERMINATE AT 1.5 FEET TO 4.0

FEET BELOW GRADE.

A 10 AWG SINGLE STRAND, SOFT DRAWN COPPER WIRE
SHALL BE INSTALLED AS SHOWN IN CITY OF YUBA CITY

STANDARD DETAIL W4,

TOP VIEW |

AWWA C515

LAY LENGTH

SIDE VIEW

147 to 48"

MECHANICAL JOINT ENDS AND BEVEL GEAR

SIDE MOUNTED

RESILIENT WEDGE

GATE VALVE

CITY OF YUBA CITY

STANDARD DETAIL

DATE

REVISIONS

BY

W18

TAPPRGVED T DATE




BACKFLOW -| ,-
PREVENTER J [
| i BACKFLOW
METER ] { PREVENTER
PROPERTY
LINE
5]
= LC’)J Ly
i 2 2
Az 2 2
wg o STREET
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£
| = ?iGATE VALVE (by City)
EXISTING CITY WATER MAIN
NOTES:

1. THE CITY WILL INSTALL THE DOMESTIC/LANDSCAPE

WATER SERVICE FROM THE WATER MAIN TO THE
METER.

. THE CITY WILL DO THE HOT TAP AND SET A GATE
VALVE FOR THE FIRE SERVICE. THE CONTRACTOR
IS RESPONSIBLE FOR INSTALLING THE FIRE SERVICE
FROM THE GATE VALVE TO THE BUILDING.

. ALL DOMESTIC, LANDSCAPE, AND FIRE SERVICES SHALL
HAVE REDUCED PRESSURE BACKFLOW PREVENTERS (THIS
EXCLUDES SINGLE FAMILY DWELLINGS AND DUPLEXES).

4. SEE CITY STANDARD DETAILS W10 & W15 FOR

ADDITIONAL BACKFLOW PREVENTER INFORMATION.

BACKFLOW PREVENTER CITY OF YUBA CITY

SC H EMATIC STANDARD DETAIL

w19

APPROVED DATE

DATE REVISIONS BY




